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INTRODUCTION

This Preliminary Stormwater Control Plan has been prepared to demonstrate how the proposed
Phase lll of the Mariners Outlook Subdivision will comply with the City of Sequim’s (City)
stormwater requirements for new development projects. The intent of this report is to describe
the stormwater management system for the project to demonstrate compliance with the City
requirements. This project includes installing asphalt roadway, sidewalk, storm, water, sewer and
power utilities to serve a total of 82 residential lots. The project will be completed in 4 phases
with each phase being designed to act as a standalone project (i.e. all minimum requirements will
be met by each individual phase).

As the soils on this site are not well suited for on-site stormwater management and LID facilities
(i.e. infiltration) this project intends to mitigate runoff from both the right of way and individual lots
through the use of common stormwater treatment and detention facilities.

The City of Sequim has adopted the 2012 Stormwater Management Manual for Western
Washington (DOE, amended 2014). As this project and the future development of the parcels will
include the creation or addition of greater than 5,000 square feet of hard surfaces, this project is
required to address all nine minimum requirements. This report will address each of the minimum
requirements and provide information on existing conditions of the site, proposed construction
and proposed methods of stormwater mitigation. Included in the Appendices are the Preliminary
Stormwater Site Plans, Preliminary Stormwater Calculations, Source Control BMPs, and Soils
Survey Data.

EXISTING CONDITIONS

The project site includes seven parcels (03-30-27-239050, 249080, 21180, 210140, 210130,
210050, 210125) which encompass a total of 28.12+ acres. The site is currently undeveloped, but
has been previously cleared. Access onto the site is from Mariners View Drive off of W. Sequim
Bay Road in Sequim, WA. The site typically slopes slightly from southwest to northwest at grades
between 8% and 12%. There are steeper slopes (30%z) where the project area abuts W. Sequim
Bay Road and along the south property line.

The site currently receives runoff from the stormwater management system of the Cedar Ridge
subdivision located directly to the west of this project. The area of the parcel that receives runoff
from the Cedar Ridge Development is thickly vegetated with shrubs and grasses and appears to
be frequently wet, but does not exhibit any clearly defined drainage channels.

This site receives a portion of runoff from the Mariners View Court right of way. That runoff is
collected in a roadside ditch and discharged onto the site through an existing culvert. The
discharge area is vegetated with grasses and does not exhibit any signs of channeling.

The site includes an existing stormwater detention pond intended to serve the previous phases of
the Mariners Outlook Subdivision. This pond and the area it served will be maintained by this
project and no changes to the pond or drainage area are planned as part of this project.

All offsite runoff currently discharging onto this site (with the exception of that water currently
discharging to the existing onsite detention pond) will be conveyed through the proposed
stormwater detention and treatment facilities prior to discharge offsite.

A portion of the Highland Irrigation District’s irrigation system crosses the parcel from west to east
at the south end of the parcel and from south to north at the east side of the parcel. This system
is piped and eventually discharges to the roadside ditch along West Sequim Bay Road near
Forrest Road. The roadside ditch downstream of this discharge location is a portion of the
Highland Irrigation System.
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Based on the NRCS soil survey, the onsite soils are classified as Yeary gravelly loam. Typical
soil profile for these soils is: 0.7" of medial loam, 7-38" gravelly clay loam, 38-60" loam". The soil
is classified as “Moderately well drained” with a depth to water table or restrictive layer 18-40”.
This soil is classified as a Hydrologic Soil Group “C”.

A site investigation performed by Krazan and Associates Inc. found soils generally consistent with
the mapped soil types with some exceptions. A small area of undocumented fill was encountered
in the northeast corner of the site adjacent to West Sequim Bay Road and some more gravelly
sandy soils were encountered in a band running east to west along the northern portion of the
site. Additional information on soils and testing results can be found in the geotechnical report
submitted along with this report.

MINIMUM REQUIREMENTS

The following section addresses how the nine minimum requirements apply to this project and
how the project will meet these requirements.

MINIMUM REQUIREMENT #1 - Preparation of Stormwater Site Plans

Preliminary Site plans have been prepared and reduced size plans are included in Appendix A.
Construction plans including Stormwater Site Plans will be prepared and submitted for approval
by the City of Sequim during the Construction Permit application process.

MINIMUM REQUIREMENT #2 — Construction Stormwater Pollution Prevention

An erosion and sedimentation control plan will be prepared and submitted for approval by the City
of Sequim during the Construction Permit application. The plan will include at a minimum the
following stormwater pollution prevention measures:

1. Marking limits of clearing and grubbing to preserve the existing vegetation and limit land-
disturbing activity.

2. Install and maintain stabilized construction entrance to prevent track-out from the site.

3. Installing temporary sedimentation and flow control basins to control flow rates and
prevent sediment from leaving the site.

4. Installation of silt fencing to protect adjacent properties and waterways from sediment.

5. Installation of inlet protection to protect new and existing drainage structures and systems
from sediment.

6. Limitations on the time soils may remain exposed and unworked and requirements for
soils stabilization.

As this project will disturb greater than one acre of land, this project will be required to obtain
coverage under the Construction Stormwater General Permit (CSGP) through the Department of
Ecology. This permit will require monthly reporting of discharge conditions and preventative
measures as well as weekly inspection and oversight by a Certified Erosion and Sedimentation
Control Lead (CESCL). Additionally, changes will be made to the erosion and sedimentation
control measures on an as-needed basis during the life of the project to ensure ongoing
compliance. This permit will be obtained prior to commencement of land-disturbing activities.

MINIMUM REQUIREMENT #3 - Source Control of Pollution

All known, available and reasonable source control BMPs are required for this project. Specific
source control BMPs to be employed on this project are:
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e Landscaping and Lawn/Vegetation Management

¢ Maintenance of Stormwater Drainage and Treatment Systems
e Parking and Storage of Vehicles and Equipment

e Maintenance of Urban Streets

MINIMUM REQUIREMENT #4 - Preservation of Natural Drainage Systems and Outfalls

Historically, runoff from the project area discharged directly to West Sequim Bay. However, the
installation of West Sequim Bay Road collected runoff from the site and conveyed it toward
Johnson Creek to the southwest of the project site. The site currently discharges to the roadside
ditch along the south side of West Sequim Bay Road. This ditch eventually discharges to
Johnson Creek west of the John Wayne Marina. It is unclear how much runoff is actually
discharged to Johnson Creek as the ditch is undersized for the contributing area, is not well
maintained and some infiltrative soils likely exist along the ditch line.

This project will be designed and constructed to restrict flow rates from the site to pre-
development flow rates per Minimum Requirement #7. Runoff that is not infiltrated onsite will be
discharged to the roadside ditch along West Sequim Bay and thus the existing drainage paths will
be maintained.

MINIMUM REQUIREMENT #5 - Onsite Stormwater Management

Minimum requirement #5 is intended to promote the use of low impact development BMPs to
infiltrate, disperse, and retain stormwater onsite. The applicant has the choice to either meet the
LID Performance Standard and implement BMP T5.13 for onsite soil quality and depth or install
feasible LID BMPs per List #2 for all listed surfaces.

Based on the soil investigation and testing performed by Krazan and Associates, the site soils are
varied and there as some lots that will be able to utilize onsite Low Impact Development (LID)
techniques to mitigate stormwater. However, as the infiltrating areas appear to be limited, LID
facilities will not be utilized to manage runoff from the roadways and sidewalks.

The following lots are expected to be able to utilized onsite stormwater management BMPs to
infiltrate roof runoff: Lots 62-82 (generally those in the flat area in the northeast portion of the
site). It is anticipated that all lots will implement BMP T5.13 (remediation of onsite soils for soil
quality and depth).

MINIMUM REQUIREMENT #6 - Runoff Treatment

As this project will include the installation of more than 5,000 square feet of pollution-generating
hard surface, this project is required to provide treatment of stormwater runoff. This project will
require basic treatment of runoff as it does not exceed any of the thresholds which would require
enhanced treatment of runoff. Proposed methods of runoff treatment are as follows:

A Stormwater treatment vault with filter cartridges will be installed downstream of the proposed
detention facilities. This vault will be sized to treat the full two-year release rate from the
detention pond in the full build-out condition of the development.

MINIMUM REQUIREMENT #7 - Flow Control
The 2012 Stormwater Management Manual for Western Washington requires projects to provide
flow control of runoff for projects which include 10,000 square feet of hard surface and discharge

to fresh-water bodies which are not listed as flow-control exempt. These projects are required to
the following performance standard:
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“Stormwater discharges shall match developed discharge durations to pre-developed durations
for the range of pre-developed discharge rates from 50% of the 2-year peak flow up to the full 50-
year peak flow. The pre-developed condition to be matched shall be a forested land cover.”

As the impervious coverage of each lot is unknown at this time, the lots were assumed to have
4,200 square feet of impervious area (1,000 s.f. driveway, walkways and patio area) per the
guidance in Appendix B of Volume Il of the Stormwater Management Manual for Western
Washington (DOE, 2014).

The project will continue to discharge to Johnson Creek and thus will be required to meet the
runoff performance standard. This will be achieved through the installation of a
detention/infiltration pond designed using WWMH2012. Preliminary design of this detention
facility is included in Appendix B. The design of this pond does not take account for
implementation of onsite stormwater management BMPs on the lots as noted above. This will be
accounted for in the final stormwater pond design during the site construction permit process.

A second detention pond (Pond #1 in calculations) will be installed during the initial phase of the
project to primarily reduce the peak loading on the conveyance and treatment systems within the
site. Note that this pond does not initially provide full flow control from phase 1. Either a portion of
the larger detention pond or other flow mitigating measures will be implemented in the design and
permitting for phase 1.

As noted above, the developed project is required to match discharge durations from the site in a
forested condition. This will result in a significant reduction in peak runoff rates from the existing
condition of the site as it has been previously cleared and the current land cover would be defined
as pasture.

MINIMUM REQUIREMENT #8 — Wetlands Protection
There are no known wetlands that will be affected by this project.
MINIMUM REQUIREMENT #9 - Operation and Maintenance

Generally those stormwater facilities located within the right-of-way will be conveyed to the City of
Sequim and the City of Sequim will be responsible for the operation and maintenance of those
facilities. The facilities located in the right of way will be typically limited to catch basins and
associated piping.

Generally the property owners and their successors and assigns will retain ownership of those
stormwater facilities located outside of the right-of-way and they will be responsible for the
operation and maintenance of those facilities. The facilities located outside of the right-of-way will
include catch basins and associated piping, drainage swales, stormwater detention ponds, and
stormwater treatment systems (bio-swales or vaults).

An Operation and Maintenance Manual will be prepared and submitted to the City for review and
approval during the Site Construction Permit application process.
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PRELIMINARY SITE PLANS
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STREET TREES BOTH SIDES @ 25-45' 0.C., 2" MIN. CALIPER

STREET TREES BOTH SIDES @ 25-45' 0.C., 2" MIN. CALIPER
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30 | 30
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o (=]

5 2

10 UTILITY 8‘0 l 10°MIN. 8l outumy ‘
EASEMENT &, 10' TRAVEL LANE X 10 TRAVEL LANE 8 PARKING LANE SIDEWALK S o SEVENT
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‘ e 2% SLOPE 2% SLOPE SERSOPE [? {
I
| CONCRETE 5 |
3 X 5 SIDEWALK
31 CUTIFILL
SLOPES TO NATIVE
CONCRETE CURB CONCRETE CURS conun
AND GUTTER GRAVEL BASE, DEPTH VARIES SEE NOTE 4 AND GUTTER
NOTES

HERBICIDE TO BE PLACED ON TOP COURSE PRIOR TO ASPHALT PAVING.
SEE APPROPRIATE CITY STANDARD DETAIL FOR CULVERT PLACEMENT AND APPROACH CONSTRUCTION.

ANY DEVIATION FROM THESE MINIMUM STANDARDS REQUIRES WRITTEN APPROVAL BY THE CITY ENGINEER PRIOR TO CONSTRUCTION. WATER MAIN,

BASE MATERIALS TO BE COMPACTED TO 95% MAXIMUM DRY DENSITY AS DETERMINED BY THE MODIFIED PROCTOR.
CURB RADII TO BE 20' MIN. AT FACE OF CURB UNLESS NOTED OTHERWISE.

SEE APPROPRIATE CITY DETAIL FOR DRIVEWAY CONSTRUCTION

1" WATER SERVICE

SIZE PER PLAN (8@ MIN)

SANITARY SEWER MAIN, SIZE PER PLAN (8'@ MIN.)

TYPICAL LOCAL ACCESS SECTION - 60' R.O.W.

STREET TREES BOTH SIDES @ 25'45' 0.C., 2" MIN. CALIPER

PRESSURE IRRIGATION WITH MIN. 2'3 SCHEDULE
80 PVC OR GASKETED IRRIGATION PIPE

4@ SANITARY SEWER SERVICE

STREET TREES BOTH SIDES @ 25-45' 0.C., 2" MIN. CALIPER

45RO, (TYP)
i |
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Uty g 5 SIDEWALK TYP. Blg 10'uTiLITY
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9, % SL
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SLOPES3 ;oc Elmlé - A OWER
CONCRETE CURB AND GUTTER
AND GUTTER GRAVEL BASE, DEPTH VARIES SEE NOTE 4
NOTES

(1) HERBICIDE TO BE PLACED ON TOP COURSE PRIOR TO ASPHALT PAVING.
(2)  SEE APPROPRIATE CITY STANDARD DETAIL FOR CULVERT PLACEMENT AND APPROACH CONSTRUCTION,

3) ANY DEVIATION FROM THESE MINIMUM STANDARDS REQUIRES WRITTEN APPROVAL BY THE CITY ENGINEER PRIOR TO CONSTRUCTION. SIZE PER PLAN (8'@ MIN)

) BASE MATERIALS TO BE COMPACTED TO 95% MAXIMUM DRY DENSITY AS DETERMINED BY THE MODIFIED PROCTOR.
(5) CURB RADII TO BE 20" MIN. AT FACE OF CURB UNLESS NOTED OTHERWISE.
(6) SEE APPROPRIATE CITY DETAIL FOR DRIVEWAY CONSTRUCTION.

1"WATER SERVICE

WATER MAIN,

SANITARY SEWER MAIN, SIZE PER PLAN (8" MIN.)

TYPICAL NEIGHBORHOOD STREET SECTION - 45' R.0.W.

PRESSURE IRRIGATION WITH MIN. 2'3 SCHEDULE

80 PVC OR GASKETED IRRIGATION PIPE

4" SANITARY SEWER SERVICE

LIGHT POLES TO BE INSTALLED AT 150"
0.C. MAX ALONG THE PROPOSED
RIGHT-OF-WAYS. EXACT LAYOUT TO BE
DETERMINED AND SHOWN DURING
CONSTRUCTION PERMITTING PROCESS

TERNBERG NEVADA STYLE
XRLED LUMINAIRE, WITH
FROSTED LENS

4" T0 3" ¢ TAPERED
POLE 0.125 WALL
THICKNESS 6061-T6
STRUCTURAL GRADE
ALUMINUM WELDED
o \FOLE FOR SINGLE UNIT
CONSTRUCTION CUSTOM
FINISH TO MATCH
VICTOR STANLEY VS

8.5

0.250 TO 0.188 WALL
HICKNESS BALLASTS IN

BASE

ACCESS DOOR WITH
STAINLESS STEEL ALLEN

HEAD SCREWS.

11 1/2" @ BASE, 0.750 FLOOR
THICKNESS 4 ANCHOR BOLTS
AND ONE GROUND LUG.

NOTES:

1. UGHTS TO BE INSTALLED IN PLANTER STRIP 2' FROM BACK OF CURB AND AT
LEAST 20" FROM STREET TREES.

2. CONTRACTOR TO COORDINATE WITH THE CITY OF SEQUIM AND THE CALLAM
COUNTY PUD #1 FOR PLACEMENT OF METERS AND CONDUIT ROUTING
NECESSARY TO PROVIDE A FUNCTIONING LIGHTING SYSTEM.

LIGHT POLE BASE MINIMUM DIMENSIONS: 18"¢ x 36" DEEP.

Lol

LIGHTS SHALL BE INSTALLED WITH A SINGLE PHOTOCELL CONTROLLING EACH
LIGHTING CIRCUIT. PHOTOCELL TO BE ATTACHED TO THE LIGHTING BREAKER
CABINET.

>

(A LIGHT POLE DETAIL
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APPENDIX B

STORMWATER CALCULATIONS



WWHM 2012

PROJECT REPORT




General Model Information

Project Name:

Site Name:

Site Address:

City:

Report Date:
Gage:

Data Start:
Data End:
Timestep:

Precip Scale:
Version Date:

Version:

18164-P4 (full control)

8/3/2021

Port Angelis
1948/10/01
2009/09/30

15 Minute
0.000 (adjusted)
2018/10/10
4.2.16

POC Thresholds

Low Flow Threshold for POC1: 50 Percent of the 2 Year
High Flow Threshold for POC1: 50 Year

18164-P4 (full control)

8/3/2021 12:16:41 AM
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Landuse Basin Data

Predeveloped Land Use

Basin 1
Bypass:

GroundWater:

Pervious Land Use
C, Forest, Mod

Pervious Total
Impervious Land Use
Impervious Total
Basin Total

Element Flows To:
Surface

18164-P4 (full control)

No
No

acre
28.12

28.12

acre

28.12

Interflow

Groundwater

8/3/2021 12:16:41 AM
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Mitigated Land Use

Phases 2-4
Bypass:

GroundWater:

Pervious Land Use
C, Pasture, Mod

Pervious Total
Impervious Land Use
ROADS FLAT
ROOF TOPS FLAT
DRIVEWAYS MOD
SIDEWALKS MOD
Impervious Total
Basin Total

Element Flows To:

Surface
Pond #2

18164-P4 (full control)

No
No

acre
12.6002

12.6002
acre
2.4767
4.6279
1.3594
0.7888
9.2528

21.853

Interflow
Pond #2

Groundwater

8/3/2021 12:16:41 AM
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Phase 1
Bypass:

GroundWater:

Pervious Land Use
C, Pasture, Mod

Pervious Total
Impervious Land Use
ROADS FLAT
ROOF TOPS FLAT
DRIVEWAYS MOD
SIDEWALKS MOD
Impervious Total
Basin Total

Element Flows To:

Surface
Pond #1

18164-P4 (full control)

No
No

acre
3.673

3.673
acre

0.593
1.396
0.523
0.082
2.594

6.267

Interflow
Pond #1

Groundwater

8/3/2021 12:16:41 AM
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Routing Elements
Predeveloped Routing

18164-P4 (full control) 8/3/2021 12:16:41 AM Page 6



Mitigated Routing

Pond #2

Bottom Length: 89.02 ft.

Bottom Width: 89.02 ft.

Depth: 6 ft.

Volume at riser head: 1.2505 acre-feet.

Infiltration On

Infiltration rate: 3.5

Infiltration safety factor: 1

Total Volume Infiltrated (ac-ft.): 906.948
Total Volume Through Riser (ac-ft.): 100.399
Total Volume Through Facility (ac-ft.): 1007.346
Percent Infiltrated: 90.03
Total Precip Applied to Facility: 0

Total Evap From Facility: 0

Side slope 1: 3To1l

Side slope 2: 3To1l

Side slope 3: 3To1l

Side slope 4: 3To1l

Discharge Structure

Riser Height: 5 ft.

Riser Diameter: 18in.

Orifice 1 Diameter: 2.69in. Elevation:0 ft.
Orifice 2 Diameter: 3.52in. Elevation:3.335 ft.
Orifice 3 Diameter: 2.23in. Elevation:4.14708333333337 ft.
Element Flows To:

Outlet 1 Outlet 2

Pond Hydraulic Table

Stage(feet) Area(ac.) Volume(ac-ft.) Discharge(cfs) Infilt(cfs)
0.0000 0.181 0.000 0.000 0.000
0.0667 0.183 0.012 0.050 0.642
0.1333 0.185 0.024 0.071 0.642
0.2000 0.186 0.036 0.087 0.642
0.2667 0.188 0.049 0.101 0.642
0.3333 0.190 0.062 0.113 0.642
0.4000 0.191 0.074 0.124 0.642
0.4667 0.193 0.087 0.134 0.642
0.5333 0.195 0.100 0.143 0.642
0.6000 0.196 0.113 0.152 0.642
0.6667 0.198 0.126 0.160 0.642
0.7333 0.200 0.140 0.168 0.642
0.8000 0.202 0.153 0.175 0.642
0.8667 0.203 0.167 0.182 0.642
0.9333 0.205 0.180 0.189 0.642
1.0000 0.207 0.194 0.196 0.642
1.0667 0.209 0.208 0.202 0.642
1.1333 0.210 0.222 0.209 0.642
1.2000 0.212 0.236 0.215 0.642
1.2667 0.214 0.250 0.221 0.642
1.3333 0.216 0.265 0.226 0.642
1.4000 0.217 0.279 0.232 0.642
1.4667 0.219 0.294 0.237 0.642
1.5333 0.221 0.308 0.243 0.642

18164-P4 (full control) 8/3/2021 12:16:41 AM Page 7



1.6000 0.223 0.323 0.248 0.642

1.6667 0.225 0.338 0.253 0.642
1.7333 0.226 0.353 0.258 0.642
1.8000 0.228 0.368 0.263 0.642
1.8667 0.230 0.384 0.268 0.642
1.9333 0.232 0.399 0.273 0.642
2.0000 0.234 0.415 0.277 0.642
2.0667 0.236 0.430 0.282 0.642
2.1333 0.238 0.446 0.286 0.642
2.2000 0.239 0.462 0.291 0.642
2.2667 0.241 0.478 0.295 0.642
2.3333 0.243 0.494 0.300 0.642
2.4000 0.245 0.511 0.304 0.642
2.4667 0.247 0.527 0.308 0.642
2.5333 0.249 0.544 0.312 0.642
2.6000 0.251 0.560 0.316 0.642
2.6667 0.253 0.577 0.320 0.642
2.7333 0.255 0.594 0.324 0.642
2.8000 0.257 0.611 0.328 0.642
2.8667 0.259 0.628 0.332 0.642
2.9333 0.260 0.646 0.336 0.642
3.0000 0.262 0.663 0.340 0.642
3.0667 0.264 0.681 0.343 0.642
3.1333 0.266 0.698 0.347 0.642
3.2000 0.268 0.716 0.351 0.642
3.2667 0.270 0.734 0.354 0.642
3.3333 0.272 0.752 0.358 0.642
3.4000 0.274 0.771 0.447 0.642
3.4667 0.276 0.789 0.487 0.642
3.5333 0.278 0.808 0.518 0.642
3.6000 0.280 0.826 0.545 0.642
3.6667 0.282 0.845 0.569 0.642
3.7333 0.285 0.864 0.591 0.642
3.8000 0.287 0.883 0.612 0.642
3.8667 0.289 0.902 0.631 0.642
3.9333 0.291 0.922 0.649 0.642
4.0000 0.293 0.941 0.666 0.642
4.0667 0.295 0.961 0.683 0.642
4.1333 0.297 0.980 0.699 0.642
4.2000 0.299 1.000 0.746 0.642
4.2667 0.301 1.020 0.776 0.642
4.3333 0.303 1.040 0.803 0.642
4.4000 0.305 1.061 0.826 0.642
4.4667 0.307 1.081 0.849 0.642
4.5333 0.310 1.102 0.870 0.642
4.6000 0.312 1.123 0.890 0.642
4.6667 0.314 1.143 0.909 0.642
4.7333 0.316 1.164 0.928 0.642
4.8000 0.318 1.186 0.946 0.642
4.8667 0.320 1.207 0.963 0.642
4.9333 0.323 1.228 0.980 0.642
5.0000 0.325 1.250 0.997 0.642
5.0667 0.327 1.272 1.287 0.642
5.1333 0.329 1.294 1.801 0.642
5.2000 0.331 1.316 2.449 0.642
5.2667 0.334 1.338 3.184 0.642
5.3333 0.336 1.360 3.958 0.642
5.4000 0.338 1.383 4.722 0.642

18164-P4 (full control) 8/3/2021 12:16:41 AM Page 8



5.4667
5.5333
5.6000
5.6667
5.7333
5.8000
5.8667
5.9333
6.0000
6.0667

0.340
0.342
0.345
0.347
0.349
0.351
0.354
0.356
0.358
0.361

18164-P4 (full control)

1.405
1.428
1.451
1.474
1.497
1.521
1.544
1.568
1.592
1.616

5.431
6.043
6.534
6.901
7.174
7.512
7.784
8.047
8.300
8.545

8/3/2021 12:16:41 AM

0.642
0.642
0.642
0.642
0.642
0.642
0.642
0.642
0.642
0.642
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Pond #1

Bottom Length: 150.00 ft.

Bottom Width: 27.50 ft.

Depth: 4 ft.

Volume at riser head: 0.4055 acre-feet.

Side slope 1: 3To1l

Side slope 2: 3To1l

Side slope 3: 3To1l

Side slope 4: 3To1l

Discharge Structure

Riser Height: 3 ft.

Riser Diameter: 18 in.

Orifice 1 Diameter: 0.5in. Elevation:0 ft.
Orifice 2 Diameter: 1.75in. Elevation:2 ft.
Orifice 3 Diameter: 1.75in. Elevation:2.75 ft.
Element Flows To:

Outlet 1 Outlet 2

Pond #2

Pond Hydraulic Table

Stage(feet) Area(ac.) Volume(ac-ft.) Discharge(cfs) Infilt(cfs)
0.0000 0.094 0.000 0.000 0.000
0.0444 0.095 0.004 0.001 0.000
0.0889 0.096 0.008 0.002 0.000
0.1333 0.098 0.012 0.002 0.000
0.1778 0.099 0.017 0.002 0.000
0.2222 0.100 0.021 0.003 0.000
0.2667 0.101 0.026 0.003 0.000
0.3111 0.102 0.030 0.003 0.000
0.3556 0.103 0.035 0.004 0.000
0.4000 0.104 0.039 0.004 0.000
0.4444 0.105 0.044 0.004 0.000
0.4889 0.106 0.049 0.004 0.000
0.5333 0.108 0.054 0.005 0.000
0.5778 0.109 0.058 0.005 0.000
0.6222 0.110 0.063 0.005 0.000
0.6667 0.111 0.068 0.005 0.000
0.7111 0.112 0.073 0.005 0.000
0.7556 0.113 0.078 0.005 0.000
0.8000 0.114 0.083 0.006 0.000
0.8444 0.115 0.088 0.006 0.000
0.8889 0.117 0.094 0.006 0.000
0.9333 0.118 0.099 0.006 0.000
0.9778 0.119 0.104 0.006 0.000
1.0222 0.120 0.109 0.006 0.000
1.0667 0.121 0.115 0.007 0.000
1.1111 0.122 0.120 0.007 0.000
1.1556 0.124 0.126 0.007 0.000
1.2000 0.125 0.131 0.007 0.000
1.2444 0.126 0.137 0.007 0.000
1.2889 0.127 0.143 0.007 0.000
1.3333 0.128 0.148 0.007 0.000
1.3778 0.130 0.154 0.008 0.000
1.4222 0.131 0.160 0.008 0.000
1.4667 0.132 0.166 0.008 0.000
1.5111 0.133 0.172 0.008 0.000

18164-P4 (full control) 8/3/2021 12:16:41 AM Page 10



1.5556 0.134 0.177 0.008 0.000

1.6000 0.135 0.183 0.008 0.000
1.6444 0.137 0.190 0.008 0.000
1.6889 0.138 0.196 0.008 0.000
1.7333 0.139 0.202 0.008 0.000
1.7778 0.140 0.208 0.009 0.000
1.8222 0.142 0.214 0.009 0.000
1.8667 0.143 0.221 0.009 0.000
1.9111 0.144 0.227 0.009 0.000
1.9556 0.145 0.234 0.009 0.000
2.0000 0.146 0.240 0.009 0.000
2.0444 0.148 0.247 0.027 0.000
2.0889 0.149 0.253 0.034 0.000
2.1333 0.150 0.260 0.040 0.000
2.1778 0.151 0.267 0.045 0.000
2.2222 0.153 0.273 0.049 0.000
2.2667 0.154 0.280 0.053 0.000
2.3111 0.155 0.287 0.056 0.000
2.3556 0.156 0.294 0.060 0.000
2.4000 0.158 0.301 0.063 0.000
2.4444 0.159 0.308 0.066 0.000
2.4889 0.160 0.315 0.068 0.000
2.5333 0.161 0.322 0.071 0.000
2.5778 0.163 0.330 0.074 0.000
2.6222 0.164 0.337 0.076 0.000
2.6667 0.165 0.344 0.078 0.000
2.7111 0.167 0.352 0.081 0.000
2.7556 0.168 0.359 0.089 0.000
2.8000 0.169 0.367 0.104 0.000
2.8444 0.170 0.374 0.113 0.000
2.8889 0.172 0.382 0.120 0.000
2.9333 0.173 0.389 0.127 0.000
2.9778 0.174 0.397 0.133 0.000
3.0222 0.176 0.405 0.191 0.000
3.0667 0.177 0.413 0.418 0.000
3.1111 0.178 0.421 0.737 0.000
3.1556 0.180 0.429 1.124 0.000
3.2000 0.181 0.437 1.563 0.000
3.2444 0.182 0.445 2.040 0.000
3.2889 0.184 0.453 2.542 0.000
3.3333 0.185 0.461 3.054 0.000
3.3778 0.186 0.470 3.562 0.000
3.4222 0.188 0.478 4.051 0.000
3.4667 0.189 0.486 4.509 0.000
3.5111 0.190 0.495 4.924 0.000
3.5556 0.192 0.503 5.288 0.000
3.6000 0.193 0.512 5.595 0.000
3.6444 0.194 0.520 5.847 0.000
3.6889 0.196 0.529 6.050 0.000
3.7333 0.197 0.538 6.218 0.000
3.7778 0.198 0.547 6.458 0.000
3.8222 0.200 0.555 6.637 0.000
3.8667 0.201 0.564 6.812 0.000
3.9111 0.203 0.573 6.982 0.000
3.9556 0.204 0.582 7.148 0.000
4.0000 0.205 0.592 7.310 0.000
4.0444 0.207 0.601 7.469 0.000
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Analysis Results
POC 1

100
133

102

=

N
AN
M%

08
10E-6 10E-4 10E-3 10E-2 10E-1 1 10 100

Flow {cfs}

FLOW (=fs)

0

0.01

Cumulative Probability

xxxxx

Percent Time Excecding 05 1 2

+ Predeveloped x Mitigated

Predeveloped Landuse Totals for POC #1

Total Pervious Area: 28.12
Total Impervious Area: 0
Mitigated Landuse Totals for POC #1
Total Pervious Area: 16.2732
Total Impervious Area: 11.8468

Flow Frequency Method:  Log Pearson Type Il 17B

Flow Frequency Return Periods for Predeveloped. POC #1

Return Period Flow(cfs)
2 year 0.160076
5 year 0.411538
10 year 0.645617
25 year 1.011068
50 year 1.328253
100 year 1.679045
Flow Frequency Return Periods for Mitigated. POC #1
Return Period Flow(cfs)
2 year 0.239237
5 year 0.365776
10 year 0.467426
25 year 0.618264
50 year 0.748257
100 year 0.894547

Annual Peaks
Annual Peaks for Predeveloped and Mitigated. POC #1

Year Predeveloped Mitigated
1949 0.058 0.526
1950 0.277 0.274
1951 0.201 0.229
1952 0.035 0.113
1953 0.061 0.244
1954 0.573 0.340
1955 0.531 0.509
1956 0.186 0.258
1957 0.325 0.253
1958 0.051 0.187

18164-P4 (full control)
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1959 0.320 0.258

1960 0.480 0.314
1961 0.592 0.678
1962 0.036 0.149
1963 0.119 0.223
1964 0.140 0.251
1965 0.068 0.210
1966 0.061 0.145
1967 0.569 0.356
1968 0.105 0.182
1969 0.036 0.147
1970 0.029 0.203
1971 0.571 0.252
1972 0.660 0.345
1973 0.087 0.259
1974 0.070 0.091
1975 0.115 0.224
1976 0.141 0.223
1977 0.025 0.158
1978 0.018 0.165
1979 0.018 0.543
1980 0.304 0.330
1981 0.240 0.541
1982 0.451 0.248
1983 0.421 0.306
1984 0.078 0.149
1985 0.463 0.311
1986 1.005 1.034
1987 0.367 0.275
1988 0.132 0.254
1989 0.122 0.191
1990 0.235 0.202
1991 0.469 0.312
1992 0.537 0.311
1993 0.031 0.133
1994 0.006 0.155
1995 0.050 0.120
1996 0.257 0.144
1997 0.280 0.309
1998 0.028 0.168
1999 1.036 0.947
2000 0.293 0.228
2001 0.027 0.150
2002 0.384 0.308
2003 0.279 0.180
2004 0.443 0.330
2005 0.037 0.240
2006 0.507 0.315
2007 0.495 0.305
2008 0.077 0.236
2009 0.101 0.191

Ranked Annual Peaks
Ranked Annual Peaks for Predeveloped and Mitigated. POC #1

Rank Predeveloped Mitigated
1 1.0363 1.0342
2 1.0052 0.9466
3 0.6600 0.6777
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4 0.5918 0.5430
5 0.5726 0.5412
6 0.5713 0.5255
7 0.5691 0.5088
8 0.5372 0.3564
9 0.5312 0.3454
10 0.5068 0.3405
11 0.4952 0.3298
12 0.4796 0.3298
13 0.4693 0.3147
14 0.4627 0.3136
15 0.4511 0.3118
16 0.4427 0.3114
17 0.4214 0.3109
18 0.3841 0.3092
19 0.3669 0.3078
20 0.3250 0.3062
21 0.3195 0.3046
22 0.3038 0.2747
23 0.2932 0.2736
24 0.2804 0.2588
25 0.2792 0.2577
26 0.2766 0.2577
27 0.2570 0.2541
28 0.2403 0.2527
29 0.2348 0.2517
30 0.2013 0.2509
31 0.1865 0.2482
32 0.1407 0.2437
33 0.1398 0.2401
34 0.1321 0.2359
35 0.1217 0.2293
36 0.1186 0.2277
37 0.1146 0.2240
38 0.1046 0.2227
39 0.1011 0.2227
40 0.0867 0.2099
41 0.0785 0.2032
42 0.0771 0.2022
43 0.0699 0.1914
44 0.0679 0.1909
45 0.0612 0.1874
46 0.0610 0.1822
a7 0.0578 0.1805
48 0.0509 0.1680
49 0.0504 0.1653
50 0.0370 0.1577
51 0.0365 0.1545
52 0.0363 0.1497
53 0.0353 0.1490
54 0.0306 0.1488
55 0.0286 0.1471
56 0.0275 0.1446
57 0.0267 0.1443
58 0.0248 0.1330
59 0.0177 0.1200
60 0.0176 0.1128
61 0.0058 0.0910
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Duration Flows
The Facility PASSED

Flow(cfs) Predev Mit Percentage Pass/Fail
0.0800 25495 10658 41 Pass
0.0926 21945 9311 42 Pass
0.1053 18758 8081 43 Pass
0.1179 16382 7182 43 Pass
0.1305 14309 6293 43 Pass
0.1431 12472 5446 43 Pass
0.1557 11011 4761 43 Pass
0.1683 9678 4188 43 Pass
0.1809 8534 3724 43 Pass
0.1935 7424 3260 43 Pass
0.2061 6453 2864 44 Pass
0.2187 5715 2535 44 Pass
0.2313 5001 2147 42 Pass
0.2439 4475 1825 40 Pass
0.2566 3989 1523 38 Pass
0.2692 3568 1292 36 Pass
0.2818 3208 1094 34 Pass
0.2944 2866 919 32 Pass
0.3070 2586 715 27 Pass
0.3196 2359 535 22 Pass
0.3322 2150 427 19 Pass
0.3448 1977 352 17 Pass
0.3574 1763 274 15 Pass
0.3700 1571 270 17 Pass
0.3826 1426 264 18 Pass
0.3952 1302 260 19 Pass
0.4079 1186 257 21 Pass
0.4205 1070 255 23 Pass
0.4331 948 250 26 Pass
0.4457 870 249 28 Pass
0.4583 769 243 31 Pass
0.4709 687 241 35 Pass
0.4835 630 233 36 Pass
0.4961 581 224 38 Pass
0.5087 535 215 40 Pass
0.5213 498 205 41 Pass
0.5339 455 195 42 Pass
0.5465 415 183 44 Pass
0.5592 386 169 43 Pass
0.5718 351 160 45 Pass
0.5844 332 152 45 Pass
0.5970 311 149 47 Pass
0.6096 290 146 50 Pass
0.6222 271 140 51 Pass
0.6348 255 134 52 Pass
0.6474 241 128 53 Pass
0.6600 231 120 51 Pass
0.6726 226 114 50 Pass
0.6852 217 106 48 Pass
0.6978 211 103 48 Pass
0.7104 203 101 49 Pass
0.7231 188 99 52 Pass
0.7357 173 95 54 Pass
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0.7483 162
0.7609 156
0.7735 150
0.7861 146
0.7987 138
0.8113 130
0.8239 121
0.8365 116
0.8491 111
0.8617 107
0.8744 99

0.8870 94

0.8996 88

0.9122 80

0.9248 73

0.9374 67

0.9500 60

0.9626 55

0.9752 44

0.9878 23

1.0004
1.0130
1.0257
1.0383
1.0509
1.0635
1.0761
1.0887
1.1013
1.1139
1.1265
1.1391
1.1517
1.1643
1.1770
1.1896
1.2022
1.2148
1.2274
1.2400
1.2526
1.2652
1.2778
1.2904
1.3030
1.3156
1.3283

eoleoleololololololololololololololololololeleleNe NS RN o]
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Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
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Water Quality
Water Quality BMP Flow and Volume for POC #1

On-line facility volume: 0 acre-feet
On-line facility target flow: 0 cfs.
Adjusted for 15 min: 0 cfs.
Off-line facility target flow: 0 cfs.
Adjusted for 15 min: 0 cfs.
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LID Report

LID Technique Used for Total Volume |Volume Infiltration Cumulative |Percent Water Quuality [ Percent Comment
Treatment ? [Meeds Through Volume Volume Volume Water Quality

Treatment Facility (ac-ft) Infiltration Infiltrated Treated

{ac-ft) {ac-ft) Credit
Pond #2 POC | 916.69 (| 90.03
Pond #1 O 201.68 O 0.00
Total Violume Infiltrated 1118.37 0.00 0.00 72.80 0.00 0% g?erTat.
Compliance with LID E#;f';'s‘:g
g}arndard 8% of 2-yr to 50% of Result=

v Passed

18164-P4 (full control)
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Model Default Modifications

Total of O changes have been made.

PERLND Changes
No PERLND changes have been made.

IMPLND Changes
No IMPLND changes have been made.
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Appendix

Predeveloped Schematic
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Mitigated Schematic
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Predeveloped UCI File

RUN
GLOBAL

WMHWA nodel sinul ation

START

1948 10 01 END

RUN | NTERP OQUTPUT LEVEL 3 0

RESUME

0 RUN 1

END GLOBAL

FI LES
<File>
<-1D>
VDM

MESSU

2009 09 30

UNI T SYSTEM

26 18164-P4 (full control).wdm

25 Prel8164-P4 (full control).MES
27 Prel8164-P4 (full control).L61
28 Prel8164-P4 (full control).L62
30 POC18164-P4 (full control) 1. dat

END FI LES

OPN SEQUENCE
| NGRP | NDELT 00: 15
PERLND 11
CoPY 501
DI SPLY 1
END | NGRP
END OPN SEQUENCE

DI SPLY

DI SPLY- | NFOL
- N Tithe-oomooomnns >***TRAN PIVL DI GL FIL1

# -
1

Basin 1

END DI SPLY- 1 NFOL
END DI SPLY

CcorY

Tl MESERI ES

# -
1
501

# NPT NWN ***
1 1
1 1

END TI MESERI ES

END COPY

GENER

OPCODE

#

# ODCD * k *

END OPCCDE

PARM
#

# K * k *

END PARM
END CGENER

PERLND

GEN- I NFO

<PLS ><------- Name---- - - - >NBLKS

11

# User
C, Forest, Md 1 1

END GEN- I NFO
*** Section PWATER***

MAX

Unit-systens

1

<Un#> S File Name----------cmommmmm e

PYR DI& FIL2 YRND

Printer ***

t-series Engl

in ou
1

t
1

27

Met r
0

* k% %
* % %

1

2

<PLS > khkkkkkkkkkkkx ACtIVE Sectl ons EE R R I R I I R I R

L PEST NI TR PHOS TRA

PQAL MST
0

0

0

0

0

0

30

* k% %

9

<PLS S Fhkkkkkkkkkkkkkokkk Prl nt_fl ags EE R R I R I I R I R PI VL PYR
# ATMP SNOW PWAT SED PST PWs PQAL MSTL PEST NI TR PHOS TRAC

ACTIMITY
# - # ATMP SNOW PWAT SED PST PWG
11 0 0 1 0 0 0
END ACTI VI TY
PRI NT- | NFO
# -
11 0 0 4 0 0 0

END PRI NT- I NFO

18164-P4 (full control)
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PWAT- PARML
<PLS > PWATER variable nonthly paraneter value flags ***
# - # CSNO RTOP UZFG VCS VUZ VNN VIFWVIRC VLE INFC HW ***
11 0 0 0 0 0 0 0 0 0 0 0
END PWAT- PARML

PWAT- PARM?
<PLS > PWATER i nput info: Part 2 i
# -  # ***FOREST LZSN | NFI LT LSUR SLSUR KVARY AGARC
11 0 4.5 0.08 400 0.1 0.5 0. 996
END PWAT- PARM2
PWAT- PARMB
<PLS > PWATER i nput info: Part 3 *k K
# - # ***PETMAX PETM N | NFEXP | NFI LD DEEPFR BASETP AGNETP
11 0 0 2 2 0 0 0
END PWAT- PARMB
PWAT- PARVA
<PLS > PWATER i nput info: Part 4 *Ex
# - # CEPSC UZSN NSUR | NTFW | RC LZETP ***
11 0.2 0.5 0.35 6 0.5 0.7

END PWAT- PARV4

PWAT- STATE1
<PLS > *** |nitial conditions at start of sinulation
ran from1990 to end of 1992 (pat 1-11-95) RUN 21 ***

# - # *** CEPS SURS uzs | FW5 LZS AGNS GWS
11 0 0 0 0 2.5 1 0
END PWAT- STATE1
END PERLND
| MPLND
CEN- | NFO
<PLS ><------- Nanme------- > Unit-systens Printer ***
# - # User t-series Engl Metr ***

in out *xx
END GEN- | NFO
*** Section | WATER***

ACTIMITY
<PLS > khkkkkkkkkkkkx ACtIVE Sectl ons EE R R I R I I R I R
# - # ATMP SNOWIWAT SLD |IWG | QAL il

END ACTI VI TY

PRI NT- | NFO
<ILS > ***#x#x% Print-flags ******** P|VL PYR
# - # ATMP SNOWIVWAT SLD WG | QAL *xxxxsxxx
END PRI NT- | NFO

| WAT- PARML
<PLS > |WATER vari able nmonthly paraneter value flags ***
# - # CSNO RTOP VRS VNN RTLI * kK
END | WAT- PARML
| WAT- PARM
<PLS > | WATER i nput info: Part 2 * ok *
# - # *** |SUR SLSUR NSUR RETSC
END | WAT- PARM
| WAT- PARMB
<PLS > | WATER i nput info: Part 3 *k K

# - # ***PETMAX PETM N
END | WAT- PARVB

| WAT- STATE1
<PLS > *** |nitial conditions at start of sinulation
# - # *** RETS SURS

END | WAT- STATE1

18164-P4 (full control) 8/3/2021 12:17:41 AM Page 25



END | MPLND

SCHEMATI C

<- Sour ce-> <--Area--> <-Target-> MBLK  ***
<Name> # <-factor-> <Name> # Tbl # i
Basin 1***

PERLND 11 28.12 COPY 501 12
PERLND 11 28.12 CoPY 501 13

******Routi ng******
END SCHENMATI C

NETWORK

<-Vol une-> <- @& p> <-Menber-><--Milt-->Tran <-Target vol s> <-Gp> <- Menber->
<Name> # <Name> # #<-factor->strg <Name> # # <Nanme> # #
COPY 501 QUTPUT MEAN 1 1  48.4 DISPLY 1 I NPUT Tl MSER 1

<-Vol une-> <- @& p> <-Menber-><--Milt-->Tran <-Target vol s> <-Gp> <- Menber->

<Name> # <Name> # #i<-factor->strg <Name> # # <Nanme> # #
END NETWORK
RCHRES
CEN- | NFO
RCHRES Nare Nexits Unit Systens Printer
# - B< e ><---> User T-series Engl Metr LKFG
in out

END GEN- I NFO
*** Section RCHRES***

ACTIVITY
<PLS > *kkkkhkikikkkkkk* ACtlve Sectl ons kkkkkhkhkhkkhkkkkkhkkhkkhkhkikikkkkkhkkikikikikk*%k
# - # HYFG ADFG CNFG HTFG SDFG GQFG OXFG NUFG PKFG PHFG ***

END ACTIVITY

PRI NT- | NFO

<PLS S khxkkkkkhkhkhkkkkkkkk PI’I nt_fl ags IR IR I kS b O 2 PI VL PYR

# - # HYDR ADCA CONS HEAT SED GQL OXRX NUTR PLNK PHCB PIVL PYR ***
END PRI NT- I NFO

* k% %
* % %

* k% %
* % %

* k% %
* % %
* k% %

*kkk k%

HYDR- PARML
RCHRES Flags for each HYDR Section *ok
# - # VC AL A2 A3 ODFVFG for each *** ODGIFG for each FUNCT for each
FG FG FG FG possible exit *** possible exit possible exit
* * * * * * * * * * * * * * * % %
END HYDR- PARML
HYDR- PARM2
# - # FTABNO LEN DELTH STCOR KS DB50 * kK
<-mm - - - S>S<ammmm - S>S<ammmm - - S>S<ammmm - - S>S<ammmm - - S><ammmm - S><ammmm - > *Ek
END HYDR- PARM2
HYDR- I NI T
RCHRES Initial conditions for each HYDR section *oxk
# - f# rr* VoL Initial value of COLIND Initial value of OUTDGT
*** ac-ft for each possible exit for each possible exit
<-mm - - - S>S<ammmm - - > L CIE T R T S T R R S S
END HYDR-INI'T
END RCHRES
SPEC- ACTI ONS
END SPEC- ACTI ONS
FTABLES
END FTABLES
EXT SOURCES
<-Vol une- > <Menber > SsysSgap<--Milt-->Tran <-Target vol s> <-Gp> <-Menber-> ***
<Name> # <Nane> # tem strg<-factor->strg <Name> # # <Name> # # ***
VWM 2 PREC ENGL 0.8 PERLND 1 999 EXTNL PREC
VDM 2 PREC ENGL 0.8 | MPLND 1 999 EXTNL PREC
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VDM 1 EVAP
VWM 1 EVAP

END EXT SOURCES

EXT TARCETS

<- Vol une-> <- G p>
<Name> #

COPY 501 QUTPUT
END EXT TARGETS

MASS- LI NK
<Vol ume> <-Gp>
<Nane>
MASS- LI NK
PERLND PWATER
END MASS- LI NK

MASS- LI NK
PERLND PWATER
END MASS- LI NK

END MASS- LI NK

END RUN

18164-P4 (full control)

ENGL 0.76
ENGL 0.76

PERLND 1 999 EXTNL
I MPLND 1 999 EXTNL

PETI NP
PETI NP

<- Menber-><--Mil t-->Tran <-Vol unme-> <Menber> Tsys Tgap And ***
<Name> # #i<-factor->strg <Name> # <Name>

MEAN 11 48. 4

<- Menber-><--Mul t-->
<Nanme> # #<-factor->
12

SURO 0. 083333
12
13
| FWD 0. 083333
13

VDM 501 FLOW ENGL REPL
<Tar get > <-G p> <-Menber->***
<Nanme> <Name> # #***
COoOPY I NPUT MEAN
CcorY | NPUT MEAN

8/3/2021 12:17:41 AM
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Mitigated UCI File
RUN
GLOBAL

WAHWE nodel
START

si nul at

1948 10 01

i on

END 2009 09 30

RUN | NTERP OQUTPUT LEVEL 3 0

RESUME
END GLOBAL

0 RUN

FI LES
<File>
<-1D>
VDM 26
MESSU 25

<Un#> <----

END FI LES

OPN SEQUENCE
| NGRP
PERLND
| MPLND
| MPLND
| MPLND
| MPLND
RCHRES
RCHRES
COPY
COPY
DI SPLY
END | NGRP
END OPN SEQUENCE
DI SPLY
DI SPLY- | NFOL
#H - H<--mmm-----
1 Pond #2
END DI SPLY- | NFOL
END DI SPLY
COPY
TI MESERI ES
# - # NPT NW
1 1 1
501 1 1
END TI MESERI ES
END COPY
GENER
OPCODE
# # OPCD ***
END OPCODE
PARM
# # K
END PARM
END GENER
PERLND
GEN- | NFO

-

o
o
RPRRNROODMRE A

<PLS ><------- Nane- - ----- >NBLKS

14 C, Pasture,
END GEN- | NFO

18164-P4 (full
Mt 18164- P4 (full
27  Mt18164-P4 (full
28 Mt18164-P4 (full
30 POC18164-P4 (full

1 UNI T SYSTEM 1

control).wdm

control ). MES
control).L61
control).L62
control) 1. dat

I NDELT 00: 15

Title----------- >***TRAN PIVL DIGL FIL1 PYR DI& FIL2 YRND

MAX 1 2 30

* k *

* % %

Printer ***
lvbtr * % %

* k% %

Unit-systens

User t-series Engl
in out

Mbd 1 1 1 1 27 0

*** Section PWATER***

ACTIVITY

<PLS S Fhkkkkkkkkkkkk ACtIVG SeCtl ons EE IR R R I R Ok I I O R

# -
14 0 0
END ACTI VI TY

18164-P4 (full control)

# ATMP SNOW PWAT SED PST PWG PQAL MSTL PEST NI TR PHOS TRA

* k *

1 0 0 0 0 0 0 0 0 0
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PRI NT- | NFO
<PLS > *kkkkhkhkikkikkkkkkkikik*k
# - # ATMP SNOW PWAT SED PST PW5 PQAL MSTL PEST NI TR
14 0 0 4 0 0 0 0 0 0 0
END PRI NT- I NFO

PWAT- PARML
<PLS > PWATER variable nonthly paraneter value flags
# - # CSNO RTOP UZFG VCS VUZ VNN VIFWVIRC VLE I NFC
14 0 0 0 0 0 0 0 0 0 0
END PWAT- PARML

PWAT- PARM?
<PLS > PWATER i nput info: Part 2 i
# - # ***FCOREST LZSN I NFI LT LSUR SLSUR
14 0 4.5 0. 06 400 0.1
END PWAT- PARM?
PWAT- PARMB
<PLS > PWATER i nput info: Part 3 i
# - # ***PETMAX PETM N I NFEXP I NFI LD DEEPFR
14 0 0 2 2 0
END PWAT- PARMB
PWAT- PARVA4
<PLS > PWATER i nput info: Part 4
# - # CEPSC UZSN NSUR | NTFW | RC
14 0.15 0.4 0.3 6 0.5
END PWAT- PARVA
PWAT- STATEL
<PLS > *** |nitial conditions at start of sinulation
ran from 1990 to end of 1992 (pat 1-11-95) RUN
# - # *** CEPS SURS uzs | FW5 LZS
14 0 0 0 0 2.5
END PWAT- STATE1
END PERLND
| MPLND
GEN- | NFO
<PLS ><------- Nange------- > Unit-systens Printer ***
# - # User t-series Engl Metr ***
in out *okx
1 ROADS/ FLAT 1 1 1 27 0
4 ROOF TOPS/ FLAT 1 1 1 27 0
6 DRI VEWAYS/ MOD 1 1 1 27 0
9 S| DEWALKS/ MOD 1 1 1 27 0

END GEN- I NFO
*** Section | WATER***

ACTIMI TY

Prl nt_fl aas EE R R R I I R R

PIVL PYR
*kkkkkkk*k

PHOS TRAC
0 0 1 9

* % %

<PLS S kxkkkkkkhkhkkkk ok ACthe SeCtI ons Rk b ok S Rk S Sk b o b S R

# - # ATMP SNOWIWAT SLD |WG | QAL ol
1 0 0 1 0 0 0
4 0 0 1 0 0 0
6 0 0 1 0 0 0
9 0 0 1 0 0 0
END ACTI VI TY
PRI NT- | NFO

<ILS > ***#x#x% Print-flags ******** P|VL PYR

# - # ATMP SNOWIWAT SLD |WG | QAL FHRFHA KA KK
1 0 0 4 0 0 0 1 9
4 0 0 4 0 0 0 1 9
6 0 0 4 0 0 0 1 9
9 0 0 4 0 0 0 1 9

END PRI NT- I NFO
| WAT- PARML

18164-P4 (full control) 8/3/2021 12:17:41 AM

|_W * k%
0
KVARY AGNRC
0.5 0. 996
BASETP AGNETP
0 0
* k% %
LZETP ***
0.4
21 * %k %
AGNE GW/S
1 0
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<PLS > |WATER vari able nmonthly paraneter value flags ***
# - # CSNO RTOP VRS VNN RTLI * kK
1 0 0 0 0 0
4 0 0 0 0 0
6 0 0 0 0 0
9 0 0 0 0 0
END | WAT- PARML
| WAT- PARM
<PLS > | WATER i nput info: Part 2 *Ex
# - # *** LSUR SLSUR NSUR RETSC
1 400 0.01 0.1 0.1
4 400 0.01 0.1 0.1
6 400 0. 05 0.1 0. 08
9 400 0. 05 0.1 0.08
END | WAT- PARM2
| WAT- PARMB
<PLS > | WATER i nput info: Part 3 *xx
# - # ***PETMAX PETM N
1 0 0
4 0 0
6 0 0
9 0 0
END | WAT- PARM3
| WAT- STATEL
<PLS > *** |nitial conditions at start of simulation
# - # *** RETS SURS
1 0 0
4 0 0
6 0 0
9 0 0
END | WAT- STATE1
END | MPLND
SCHEMATI C
<- Sour ce- > <--Area--> <-Target -> MBLK  ***
<Name> # <-factor-> <Name> # Thl # *xx
Phases 2-4***
PERLND 14 12. 6002 RCHRES 2 2
PERLND 14 12. 6002 RCHRES 2 3
| MPLND 1 2.4767 RCHRES 2 5
| MPLND 4 4.6279 RCHRES 2 5
I MPLND 6 1. 3594 RCHRES 2 5
| MPLND 9 0.7888 RCHRES 2 5
Phase 1***
PERLND 14 3.673 RCHRES 1 2
PERLND 14 3.673 RCHRES 1 3
| VPLND 1 0.593 RCHRES 1 5
| MP\LND 4 1. 396 RCHRES 1 5
| MPLND 6 0.523 RCHRES 1 5
| MPLND 9 0. 082 RCHRES 1 5
******Routing******
PERLND 14 12. 6002 coPY 1 12
| MPLND 1 2. 4767 COPY 1 15
| MP\LND 4 4.6279 CcoPY 1 15
| MPLND 6 1. 3594 coPY 1 15
I MPLND 9 0.7888 CcorY 1 15
PERLND 14 12. 6002 CoPY 1 13
RCHRES 1 1 RCHRES 2 6
RCHRES 1 CoPY 1 16
RCHRES 2 1 COPY 501 17
END SCHEMATI C
NETWORK
<-Vol une-> <- @ p> <-Menber-><--Mil t-->Tran <-Target vol s> <-Gp> <-Menber-> ***
<Name> # <Nanme> # #<-factor->strg <Name> # # <Nanme> # # ***
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COPY 501 QUTPUT MEAN 11 48. 4 Dl SPLY

<-Vol une-> <-G& p> <-Menber-><--Milt-->Tran <-Tar get

<Name> # <Nanme> # #<-factor->strg <Name>

END NETWORK
RCHRES

CEN- | NFO

RCHRES Nare Nexits Unit Systens

#o- H< e ><---> User T-series

in out

1 Pond #1 1 1 1 1

2 Pond #2 2 1 1 1

END GEN- I NFO
*** Section RCHRES***

ACTIMI TY
<PLS S kxkkkkkkhkhkkkk ok ACthe SeCtI ons kkkkkkkkk*

1 I NPUT Tl MSER 1

* k% %
* % %

vol s> <-G p> <-Menber->
#o# <Nanme> # #

Printer *x*
Engl Metr LKFG * k%
* % %
28 0 1
28 0 1

Rk b Sk b o I Rk I

# - # HYFG ADFG CNFG HTFG SDFG GQFG OXFG NUFG PKFG PHFG ***
1 1 0 0 0 0 0 0 0 0 0
2 1 0 0 0 0 0 0 0 0 0
END ACTIVITY
PRI NT- | NFO
<PLS > BRI b b b I I I Prlnt_flags EE S b b I b I I I I PI VL PYR
# - # HYDR ADCA CONS HEAT SED GQL OXRX NUTR PLNK PHCB Pl VL PYR *******x*
1 4 0 0 0 0 0 0 0 0 0 1 9
2 4 0 0 0 0 0 0 0 0 0 1 9
END PRI NT- | NFO
HYDR- PARML
RCHRES Flags for each HYDR Section *ok
# - # VC AL A2 A3 ODFVFG for each *** ODGIFG for each FUNCT for each
FG FG FG FG possible exit *** possible exit possible exit
* * * * * * * * * * * * * * * % %
1 0 1 0 O 4 0 0 0 O 0 0 0 0 O 2 2 2 2 2
2 0 1 0 O 4 5 0 0 O 0O 0 0 0O 2 2 2 2 2
END HYDR- PARML
HYDR- PARM2
# - # FTABNO LEN DELTH STCOR KS DB50 *Rx
<-mmm - - >S<omm e e oo - >S<omm e e m - - >S<omm e e m - - >S<omm e e m - - >S<omm e e m - - >S<omm e e m - - > * Kk
1 1 0. 03 0.0 0.0 0.5 0.0
2 2 0.02 0.0 0.0 0.5 0.0
END HYDR- PARM?
HYDR- I NI T
RCHRES Initial conditions for each HYDR section *rx
# - # FE* VOL Initial value of COLIND Initial value of QUTDGT
***% ac-ft for each possible exit for each possible exit
<--mm-- S m e e - > T T I U i R L T
1 0 4,0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
2 0 4.0 5.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
END HYDR-INI'T
END RCHRES
SPEC- ACTI ONS
END SPEC- ACTI ONS
FTABLES
FTABLE 2
91 5
Dept h Area Volume CQutflowl OQutflow2 Velocity Travel Tinme***
(ft) (acres) (acre-ft) (cfs) (cfs) (ft/sec) (M nutes)***
0. 000000 0.181905 0.000000 0.000000 0.000000
0. 066667 0.183543 0.012182 0.050701 0.641972
0. 133333 0.185189 0.024473 0.071702 0.641972
0.200000 0.186842 0.036874 0.087817 0.641972
0.266667 0.188503 0.049385 0.101402 0.641972
0. 333333 0.190171 0.062008 0.113371 0.641972
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. 400000
. 466667
. 533333
. 600000
. 666667
. 733333
. 800000
. 866667
. 933333
. 000000
. 066667
. 133333
. 200000
. 266667
. 333333
. 400000
. 466667
. 533333
. 600000
. 666667
. 733333
. 800000
. 866667
. 933333
. 000000
. 066667
. 133333
. 200000
. 266667
. 333333
. 400000
. 466667
. 533333
. 600000
. 666667
. 733333
. 800000
. 866667
. 933333
. 000000
. 066667
. 133333
. 200000
. 266667
. 333333
. 400000
. 466667
. 533333
. 600000
. 666667
. 733333
. 800000
. 866667
. 933333
. 000000
. 066667
. 133333
. 200000
. 266667
. 333333
. 400000
. 466667
. 533333
. 600000
. 666667
. 733333
. 800000
. 866667
. 933333
. 000000

ORI OWOWLOWWWWWWWWWWWWNNNNNNNDNNNNDNNNNNNRPRRPRPRPRPRPRPRPRPRPRPRPRPRPOOOCOO0OO0OO0OO0O

[eJeololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololoN o)

. 191846
. 193528
. 195218
. 196916
. 198620
. 200332
. 202051
. 203778
. 205512
. 207253
. 209002
. 210758
. 212521
. 214292
. 216070
. 217856
. 219648
. 221448
. 223256
. 225071
. 226893
. 228722
. 230559
. 232403
. 234255
. 236114
. 237980
. 239854
. 241734
. 243623
. 245518
. 247421
. 249332
. 251249
. 253174
. 255107
. 257046
. 258993
. 260948
. 262909
. 264878
. 266855
. 268839
. 270830
. 272828
. 274834
. 276847
. 278868
. 280895
. 282931
. 284973
. 287023
. 289080
. 291145
. 293217
. 295296
. 297382
. 299476
. 301578
. 303686
. 305802
. 307926
. 310056
. 312194
. 314340
. 316492
. 318653
. 320820
. 322995
. 325177
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PP RPRPRPRPRPRPRPRPRPOOO000000000000000000000000000000000000000000000000OOOC0000

. 074742
. 087587

100546
113617
126801
140100
153512
167040
180683
194442
208317
222309
236418
250646
264991
279455
294039
308742
323565
338510
353575
368762
384072
399504
415059
430738
446541
462469
478522
494700
511005
527436
543995
560681
577495
594438
611509
628711
646042
663504
681097
698821
716678
734667
752789
771044
789433
807957
826616
845410
864340
883407
902610
921951
941430
961047
980803
000698
020733
040909
061225
081683
102282
123024
143908
164936
186107

. 207423
. 228884
. 250489

[eJeololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololoN ol o)

. 124192
. 134143
. 143404
. 152103
. 160331
. 168157
. 175634
. 182806
. 189706
. 196365
. 202805
. 209046
. 215107
. 221001
. 226742
. 232342
. 237809
. 243154
. 248384
. 253506
. 258526
. 263451
. 268285
. 273034
. 277702
. 282292
. 286809
. 291256
. 295636
. 299952
. 304207
. 308403
. 312543
. 316628
. 320662
. 324646
. 328581
. 332470
. 336313
. 340114
. 343872
. 347589
. 351268
. 354908
. 358511
. 447802
. 487617
. 518851
. 545664
. 569650
. 591623
. 612067
. 631296
. 649528
. 666921
. 683596
. 699646
. 746188
. 776820
. 802961
. 826756
. 848983
. 870034
. 890146
. 909479
. 928144
. 946227
. 963792
. 980894
. 997576
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[ejeololojolololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololololoN o)

. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
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. 066667
. 133333
. 200000
. 266667
. 333333
. 400000
. 466667
. 533333
. 600000
. 666667
. 733333
. 800000
. 866667
. 933333
. 000000
END FTABLE
FTABLE
91 4
Dept h
(ft)
. 000000
. 044444
. 088889
. 133333
LA77778
. 222222
. 266667
.311111
. 355556
. 400000
. 444444
. 488889
. 533333
. 577778
. 622222
. 666667
. 711111
. 755556
. 800000
. 844444
. 888889
. 933333
.977778
. 022222
. 066667
111111
. 155556
. 200000
. 244444
. 288889
. 333333
377778
. 422222
. 466667
. 511111
. 555556
. 600000
. 644444
. 688889
. 733333
LIT77778
. 822222
. 866667
.911111
. 955556
. 000000
. 044444
. 088889
. 133333
LA77778

ooUIoIToTgIToTOITUTO1 0101010101

NNNNNNRPRPRPRPRPRPRPRPRPRPRPRPRPRPRPRPRPRPRPRPPRPPRPOO0OO0CO0000000000000000000O0

[eoleoleolololololololololololole)

[ejeolololololololololololololololololololololololololololololololololololololololololololololololoNeo)

. 327366
. 329563
. 331767
. 333979
. 336198
. 338424
. 340657
. 342898
. 345146
. 347402
. 349665
. 351935
. 354213
. 356498
. 358790

2

1

Area
(acres)
. 094697
. 095785
. 096877
. 097972
. 099070
. 100171
. 101275
. 102383
. 103494
. 104609
. 105726
. 106847
. 107972
. 109099
. 110230
. 111364
. 112501
. 113641
. 114785
. 115932
. 117082
. 118236
. 119393
. 120553
. 121716
. 122883
. 124053
. 125226
. 126402
. 127582
. 128765
. 129951
. 131141
. 132333
. 133529
. 134729
. 135931
. 137137
. 138346
. 139558
. 140774
. 141993
. 143215
. 144440
. 145669
. 146901
. 148136
. 149374
. 150616
. 151861

18164-P4 (full control)

ettt N alals

. 272241
. 294138

316183
338374
360713
383201
405837
428622
451557
474642
497877
521264

. 544802
. 568493
. 592336

Vol unme

(acre-ft)

C 0000000000000 000000000000000000000000000000000000

. 000000

004233
008514
012844
017223
021651
026127
030653
035228
039852
044527
049250
054024
058848
063722
068646
073621
078646
083723
088850
094028
099257
104538
109870
115254
120689
126177
131716
137308
142952
148648
154398
160200
166055
171963
177924
183939
190007
196129
202304
208534
214818
221156
227548
233995
240496
247053
253664
260331

. 267052

. 287569
. 801282
. 449898
. 184570
. 958295
. 7122739
. 431077
. 043523
. 534599
. 901714
. 174849
. 512816
. 784901
. 047035
. 300255

CCONNNOOOUIRWWNRELE

Qut fl owl
(cfs)

. 000000
. 001430
. 002023
. 002477
. 002860
. 003198
. 003503
. 003784
. 004045
. 004291
. 004523
. 004744
. 004954
. 005157
. 005351
. 005539
. 005721
. 005897
. 006068
. 006234
. 006396
. 006554
. 006708
. 006859
. 007007
. 007151
. 007293
. 007432
. 007568
. 007702
. 007834
. 007963
. 008091
. 008216
. 008340
. 008461
. 008581
. 008700
. 008817
. 008932
. 009046
. 009158
. 009269
. 009379
. 009487
. 009594
. 027221
. 034583
. 040255
. 045052

[eojeolololololololololololololololololololololololololololololololololololololololololololololololoNeo)

. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972
. 641972

[eojeoleololoololololololololole)

Velocity Travel Time***

(ft/sec)

(M nutes) ***

8/3/2021 12:17:41 AM
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POWWWWWWWWWWWWWWWWWWWWWWNNNNNNNNNNNNDNNNDNNDN

. 222222
. 266667
.311111
. 355556
. 400000
. 444444
. 488889
. 533333
. 577778
. 622222
. 666667
. 711111
. 755556
. 800000
. 844444
. 888889
. 933333
. 977778
. 022222
. 066667
. 111111
. 155556
. 200000
. 244444
. 288889
. 333333
. 377778
. 422222
. 466667
. 511111
. 555556
. 600000
. 644444
. 688889
. 733333
LI7T7778
. 822222
. 866667
. 911111
. 955556

000000

. 153109
. 154361
. 155616
. 156874
. 158135
. 159400
. 160667
. 161938
. 163213
. 164490
. 165771
. 167056
. 168343
. 169634
. 170928
. 172225
. 173525
. 174829
. 176136
. 177446
. 178760
. 180077
. 181397
. 182720
. 184047
. 185376
. 186710
. 188046
. 189386
. 190729
. 192075
. 193424
. 194777
. 196133
. 197492
. 198855
. 200220
. 201590
. 202962
. 204337
. 205716

[eleololololololololololololololololololololololololololololololololololololololoNe]

END FTABLE 1
END FTABLES

<Menber > SsysSgap<--Milt-->Tran
<Name> # tem strg<-factor->strg

PREC
PREC
EVAP

EXT SOURCES
<- Vol une- >
<Name> #
V\DM 2
VDM 2
V\DM 1
V\DM 1

EVAP

END EXT SOURCES

EXT TARCGETS

<-Vol une-> <- G p> <-Menber-><--Milt-->Tran

<Nanme> # <Name> #

RCHRES 2 HYDR RO 11

RCHRES 2 HYDR O 11

RCHRES 2 HYDR O 21

RCHRES 2 HYDR STAGE 11

corY 1 QUTPUT MEAN 1 1

COPY 501 QUTPUT MEAN 1 1

END EXT TARGETS

MASS- LI NK

<Vol ume> <-Gp> <-Menber-><--Milt-->

<Name> <Nanme> # #<-factor->
MASS- LI NK 2

PERLND PWATER SURO

18164-P4 (full control)

0000000000000 0000000000000000000000000000

ENGL
ENGL
ENGL
ENGL

. 273829
. 280662

287550
294495
301495
308551
315664
322833
330058
337341
344680
352076
359529
367040
374608
382234
389917
397658
405457
413315
421230
429204
437237
445329
453479
461688
469957
478285
486672
495119
503626
512193
520819
529506
538254
547061
555930
564859

. 573849
. 582900
. 592012

0.8
0.8
0.76
0.76

N~NOOOOOOOOUIUIOTABRDNWWNNRPPFPOOOOOOOO0OO0OO0OO0O0OO0OO0O0O0OO0O0O000OO0O

. 049290
. 053130
. 056668
. 059967
. 063071
. 066011
. 068811
. 071490
. 074063
. 076541
. 078935
. 081252
. 089694
. 104268
. 113352
. 120856
. 127492
. 133548
. 191917
. 418174
. 737314
. 124313
. 563388
. 040677
. 542385
. 054342
. 562149
. 051655
. 509660
. 924768
. 288388
. 595835
. 847541
. 050355
. 218923
. 458101
. 637444
. 812035
. 982233
. 148355
. 310682

#<-factor->strg

NN
© ©
ARRPRRR

0. 083333

8/3/2021 12:17:41 AM

<-Target vol s>

<Nane>
PERLND
| MPLND
PERLND
| MPLND

#
1
1
1
1

<- Vol une- >

<Nane> #
WDM 1000
WDM 1002
VDM 1003
VDM 1001
WDM 701
VDM 801
<Tar get >
<Nanme>
RCHRES

#
999 EXTNL
999 EXTNL
999 EXTNL
999 EXTNL

<-Gp>

<- Menber - >

<Name> # #

PREC
PREC
PETI NP
PETI NP

* k% %
* k% %

<Member > Tsys Tgap Amd ***
temstrg strg***

<Nanme>
FLOW
FLOW
FLOW
STAG
FLOW
FLOW

REPL

<-G p> <-Menber->***
<Name> # #***

I NFLOW | VOL
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END MASS- LI NK 2
MASS- LI NK 3
PERLND PWATER | FWWO
END MASS- LI NK 3
MASS- LI NK 5
| MPLND | WATER SURO
END MASS- LI NK 5
MASS- LI NK 6

RCHRES ROFLOW
END MASS- LI NK 6
MASS- LI NK 12

PERLND PWATER SURO
END MASS-LINK 12
MASS- LI NK 13

PERLND PWATER | FWO
END MASS-LINK 13
MASS- LI NK 15

I MPLND | WATER SURO
END MASS-LINK 15
MASS- LI NK 16

RCHRES ROFLOW
END MASS-LINK 16
MASS- LI NK 17

RCHRES CFLOW OvQL
END MASS-LINK 17

END MASS- LI NK
END RUN

18164-P4 (full control)

0. 083333

0. 083333

0. 083333

0. 083333

0. 083333

RCHRES

RCHRES

RCHRES

COoPY

CorPY

CorPY

CoPY

CorPY

8/3/2021 12:17:41 AM

I NFLOW | VOL

I NFLOW | VOL

I NFLOW

I NPUT

I NPUT

I NPUT

I NPUT

I NPUT

MEAN

MVEAN

MEAN

MEAN

MVEAN
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Predeveloped HSPF Message File
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Mitigated HSPF Message File

ERROR/ WVARNI NG | D: 238 1

The continuity error reported belowis greater than 1 part in 1000 and is
t her ef ore consi dered hi gh

Did you specify any "special actions"? |If so, they could account for it.

Rel evant data are:
DATE/ TI ME: 1951/ 7/31 24: 0

RCHRES : 1

RELERR STORS STOR MATI N MATDI F
-4.112E- 03 0. 00000 0. 0000E+00 0. 00000 -1.591E-08
Wher e:

RELERR he relative error (ERROR/ REFVAL).

ist
ERROR is (STOR-STORS) - MATDI F.
REFVAL is the reference val ue (STORS+MATI N)
STOR is the storage of material in the processing unit (land-segnent or
reach/reservior) at the end of the present interval
STORS is the storage of naterial in the pu at the start of the present
printout reporting period.
MATIN is the total inflow of material to the pu during the present printout
reporting period.
MATDIF is the net inflow (inflowoutflow) of material to the pu during the
present printout reporting period.

ERROR/ WARNI NG | D 238 1

The continuity error reported belowis greater than 1 part in 1000 and is
t her ef ore consi dered high

Did you specify any "special actions"? |If so, they could account for it.

Rel evant data are:
DATE/ TI ME: 1971/ 7/31 24: O

RCHRES 1

RELERR STORS STOR MATI N MATDI F

-1. 165E- 03 0. 00000 0. 0000E+00 0. 00000 -5.631E-08
Wher e:

RELERR he relative error (ERROR/ REFVAL).

ist
ERROR is (STOR STORS) - MATDI F.
REFVAL is the reference val ue (STORS+MATIN).
STOR is the storage of material in the processing unit (Iland-segnent or
reach/reservior) at the end of the present interval
STORS is the storage of naterial in the pu at the start of the present
printout reporting period.
MATIN is the total inflow of nmaterial to the pu during the present printout
reporting period.
MATDIF is the net inflow (inflowoutflow) of material to the pu during the
present printout reporting period.

ERROR/ WARNI NG | D: 238 1

The continuity error reported belowis greater than 1 part in 1000 and is
t her ef ore consi dered hi gh

Did you specify any "special actions"? |If so, they could account for it.

Rel evant data are:
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DATE/ TI ME: 1974/ 8/31 24: O

RCHRES : 1

RELERR STORS STOR MATI N MATDI F

-1. 204E- 03 0. 00000 0. 0000E+00 0. 00000 -5.546E-08
Wher e:

RELERR he relative error (ERROR/ REFVAL).

ist
ERROR is (STOR-STORS) - MATDI F.
REFVAL is the reference val ue (STORS+MATIN).
STOR is the storage of material in the processing unit (land-segnent or
reach/reservior) at the end of the present interval.
STORS is the storage of naterial in the pu at the start of the present
printout reporting period.
MATIN is the total inflow of material to the pu during the present printout
reporting period.
MATDIF is the net inflow (inflowoutflow) of material to the pu during the
present printout reporting period.

ERROR/ WARNI NG | D 238 1

The continuity error reported belowis greater than 1 part in 1000 and is
t her ef ore consi dered high.

Did you specify any "special actions"? |If so, they could account for it.

Rel evant data are:
DATE/ TI ME: 1980/ 8/31 24: O

RCHRES : 1

RELERR STORS STOR MATI N MATDI F

-1. 060E-02 0. 00000 0. 0000E+00 0. 00000 -6.225E-09
Wher e:

RELERR is the relative error (ERROR/ REFVAL).

ERROR is (STOR-STORS) - MATD F.

REFVAL is the reference val ue (STORS+MATIN).

STOR is the storage of material in the processing unit (land-segnent or
reach/reservior) at the end of the present interval.

STORS is the storage of naterial in the pu at the start of the present
printout reporting period.

MATIN is the total inflow of nmaterial to the pu during the present printout
reporting period.

MATDIF is the net inflow (inflowoutflow) of material to the pu during the
present printout reporting period.

ERROR/ WARNI NG | D: 238 1

The continuity error reported belowis greater than 1 part in 1000 and is
t her ef ore consi dered hi gh.

Did you specify any "special actions"? |If so, they could account for it.

Rel evant data are:
DATE/ TI ME: 2001/ 7/31 24: O

RCHRES 1

RELERR STORS STOR MATI N MATDI F

- 6. 458E- 03 0. 00000 0. 0000E+00 0. 00000 -1.025E-08
Wher e:

RELERR i he relative error (ERROR/ REFVAL).

is t
ERROR is (STOR STORS) - MATDIF.
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REFVAL is the reference val ue (STORS+MATIN).

STOR is the storage of material in the processing unit (Iland-segnent or
reach/reservior) at the end of the present interval

STORS is the storage of naterial in the pu at the start of the present

printout reporting period.
MATIN is the total inflow of nmaterial to the pu during the present printout

reporting period.

MATDIF is the net inflow (inflowoutflow) of material to the pu during the
present printout reporting period.

The count for the WARNING printed above has reached its maxi num

If the condition is encountered again the nessage will not be repeated.
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Disclaimer

Legal Notice

This program and accompanying documentation are provided 'as-is' without warranty of any kind. The
entire risk regarding the performance and results of this program is assumed by End User. Clear
Creek Solutions Inc. and the governmental licensee or sublicensees disclaim all warranties, either
expressed or implied, including but not limited to implied warranties of program and accompanying
documentation. In no event shall Clear Creek Solutions Inc. be liable for any damages whatsoever
(including without limitation to damages for loss of business profits, loss of business information,
business interruption, and the like) arising out of the use of, or inability to use this program even

if Clear Creek Solutions Inc. or their authorized representatives have been advised of the
possibility of such damages. Software Copyright © by : Clear Creek Solutions, Inc. 2005-2021; All
Rights Reserved.

Clear Creek Solutions, Inc.
6200 Capitol Blvd. Ste F
Olympia, WA. 98501

Toll Free 1(866)943-0304
Local (360)943-0304

www.clearcreeksolutions.com
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APPENDIX C

SOURCE CONTROL BMPs



S411 BMPs for Landscaping and Lawn/ Vegetation Management

Description of Pollutant Sources: Landscaping can include grading, soil
transfer, vegetation removal, pesticide and fertilizer applications, and
watering. Stormwater contaminants include toxic organic compounds,
heavy metals, oils, total suspended solids, coliform bacteria, fertilizers,
and pesticides.

Lawn and vegetation management can include control of objectionable
weeds, insects, mold, bacteria, and other pests with pesticides. Examples
include weed control on golf course lawns, access roads, and utility
corridors and during landscaping; sap stain and insect control on lumber
and logs; rooftop moss removal; killing nuisance rodents; fungicide
application to patio decks, and residential lawn/plant care. It is possible to
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release toxic pesticides such as pentachlorophenol, carbamates, and
organometallics to the environment by leaching and dripping from treated
parts, container leaks, product misuse, and outside storage of pesticide
contaminated materials and equipment. Poor management of the
vegetation and poor application of pesticides or fertilizers can cause
appreciable stormwater contamination.

Pollutant Control Approach: Control of fertilizer and pesticide
applications, soil erosion, and site debris to prevent contamination of
stormwater.

Develop and implement an Integrated Pest Management Plan (IPM) and
use pesticides only as a last resort. Carefully apply pesticides/ herbicides,
in accordance with label instructions. Maintain appropriate vegetation,
with proper fertilizer application where practicable, to control erosion and
the discharge of stormwater pollutants. Where practicable grow plant
species appropriate for the site, or adjust the soil properties of the subject
site to grow desired plant species.

Applicable Operational BMPs for Landscaping:

o Install engineered soil/landscape systems to improve the infiltration
and regulation of stormwater in landscaped areas.

e Do not dispose of collected vegetation into waterways or storm sewer
systems.

Recommended Additional Operational BMPs for Landscaping:
e Conduct mulch-mowing whenever practicable

o Dispose of grass clippings, leaves, sticks, or other collected vegetation,
by composting, if feasible.

e Use mulch or other erosion control measures on soils exposed for
more than one week during the dry season or two days during the rainy
season.

o Store and maintain appropriate oil and chemical spill cleanup materials
in readily accessible locations when using oil or other chemicals.
Ensure that employees are familiar with proper spill cleanup
procedures.

o Till fertilizers into the soil rather than dumping or broadcasting onto
the surface. Determine the proper fertilizer application rate for the
types of soil and vegetation encountered.

o Till a topsoil mix or composted organic material into the soil to create
a well-mixed transition layer that encourages deeper root systems and
drought-resistant plants.

e Use manual and/or mechanical methods of vegetation removal rather
than applying herbicides, where practical.
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Applicable Operational BMPs for the Use of Pesticides:

Develop and implement an IPM (See section on IPM in Applicable
Operational BMPs for Vegetation Management) and use pesticides
only as a last resort.

Implement a pesticide-use plan and include at a minimum: a list of
selected pesticides and their specific uses; brands, formulations,
application methods and quantities to be used; equipment use and
maintenance procedures; safety, storage, and disposal methods; and
monitoring, record keeping, and public notice procedures. All
procedures shall conform to the requirements of Chapter 17.21 RCW
and Chapter 16-228 WAC (Appendix IV-D R.7).

Choose the least toxic pesticide available that is capable of reducing
the infestation to acceptable levels. The pesticide should readily
degrade in the environment and/or have properties that strongly bind it
to the soil. Conduct any pest control activity at the life stage when the
pest is most vulnerable. For example, if it is necessary to use a
Bacillus thuringiens application to control tent caterpillars, apply it to
the material before the caterpillars cocoon or it will be ineffective. Any
method used should be site-specific and not used wholesale over a
wide area.

Apply the pesticide according to label directions. Do not apply
pesticides in quantities that exceed manufacturer’s instructions.

Mix the pesticides and clean the application equipment in an area
where accidental spills will not enter surface or ground waters, and
will not contaminate the soil.

Store pesticides in enclosed areas or in covered impervious
containment. Do not discharge pesticide contaminated stormwater or
spills/leaks of pesticides to storm sewers. Do not hose down the paved
areas to a storm sewer or conveyance ditch. Store and maintain
appropriate spill cleanup materials in a location known to all near the
storage area.

Clean up any spilled pesticides. Keep pesticide contaminated waste
materials in designated covered and contained areas.

The pesticide application equipment must be capable of immediate
shutoff in the event of an emergency.

Spraying pesticides within 100 feet of open waters including wetlands,
ponds, and rivers, streams, creeks, sloughs and any drainage ditch or
channel that leads to open water may have additional regulatory
requirements beyond just following the pesticide product label.
Additional requirements may include:

e Obtaining a discharge permit from Ecology.
e Obtaining a permit from the local jurisdiction.
o Using an aquatic labeled pesticide.
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Flag all sensitive areas including wells, creeks, and wetlands prior to
spraying.

Post notices and delineate the spray area prior to the application, as
required by the local jurisdiction or by Ecology.

Conduct spray applications during weather conditions as specified in
the label direction and applicable local and state regulations. Do not
apply during rain or immediately before expected rain.

Recommended Additional Operational BMPs for the use of pesticides:

Consider alternatives to the use of pesticides such as covering or
harvesting weeds, substitute vegetative growth, and manual weed
control/moss removal.

Consider the use of soil amendments, such as compost, that are known
to control some common diseases in plants, such as Pythium root rot,
ashy stem blight, and parasitic nematodes. The following are three
possible mechanisms for disease control by compost addition (USEPA
Publication 530-F-9-044):

1. Successful competition for nutrients by antibiotic production;

2. Successful predation against pathogens by beneficial
microorganism; and

3. Activation of disease-resistant genes in plants by composts.

Installing an amended soil/landscape system can preserve both the plant
system and the soil system more effectively. This type of approach
provides a soil/landscape system with adequate depth, permeability, and
organic matter to sustain itself and continue working as an effective
stormwater infiltration system and a sustainable nutrient cycle.

Once a pesticide is applied, evaluate its effectiveness for possible
improvement. Records should be kept showing the effectiveness of the
pesticides considered.

Develop an annual evaluation procedure including a review of the
effectiveness of pesticide applications, impact on buffers and sensitive
areas (including potable wells), public concerns, and recent
toxicological information on pesticides used/proposed for use. If
individual or public potable wells are located in the proximity of
commercial pesticide applications, contact the regional Ecology
hydrogeologist to determine if additional pesticide application control
measures are necessary.

Rinseate from equipment cleaning and/or triple-rinsing of pesticide
containers should be used as product or recycled into product.

For more information, contact the Washington State University (WSU)
Extension Home-Assist Program, (253) 445-4556, or Bio-Integral
Resource Center (BIRC), P.O. Box 7414, Berkeley, CA.94707, or EPA to
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obtain a publication entitled “Suspended, Canceled, and Restricted
Pesticides” which lists all restricted pesticides and the specific uses that
are allowed.

Applicable Operational BMPs for Vegetation Management:

Use at least an eight-inch "topsoil" layer with at least 8 percent organic
matter to provide a sufficient vegetation-growing medium. Amending
existing landscapes and turf systems by increasing the percent organic
matter and depth of topsoil can substantially improve the permeability
of the soil, the disease and drought resistance of the vegetation, and
reduce fertilizer demand. This reduces the demand for fertilizers,
herbicides, and pesticides. Organic matter is the least water-soluble
form of nutrients that can be added to the soil. Composted organic
matter generally releases only between 2 and 10 percent of its total
nitrogen annually, and this release corresponds closely to the plant
growth cycle. Return natural plant debris and mulch to the soil, to
continue recycling nutrients indefinitely.

Select the appropriate turfgrass mixture for the climate and soil type.
Certain tall fescues and rye grasses resist insect attack because the
symbiotic endophytic fungi found naturally in their tissues repel or kill
common leaf and stem-eating lawn insects. However, they do not,
repel root-feeding lawn pests such as Crane Fly larvae, and are toxic to
ruminants such as cattle and sheep. The fungus causes no known
adverse effects to the host plant or to humans. Endophytic grasses are
commercially available; use them in areas such as parks or golf
courses where grazing does not occur. Local agricultural or gardening
resources such as Washington State University Extension office can
offer advice on which types of grass are best suited to the area and soil

type.

Use the following seeding and planting BMPs, or equivalent BMPs to
obtain information on grass mixtures, temporary and permanent
seeding procedures, maintenance of a recently planted area, and
fertilizer application rates: Temporary and Permanent Seeding,
Mulching, Plastic Covering, and Sodding as described in Volume II.

Adjusting the soil properties of the subject site can assist in selection
of desired plant species. For example, design a constructed wetland to
resist the invasion of reed canary grass by layering specific strata of
organic matters (e.g., composted forest product residuals) and creating
a mildly acidic pH and carbon-rich soil medium. Consult a soil
restoration specialist for site-specific conditions.

Aerate lawns regularly in areas of heavy use where the soil tends to
become compacted. Conduct aeration while the grasses in the lawn are
growing most vigorously. Remove layers of thatch greater than %4-inch
deep.
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Mowing is a stress-creating activity for turfgrass. Grass decreases its
productivity when mown too short and there is less growth of roots
and rhizomes. The turf becomes less tolerant of environmental
stresses, more disease prone and more reliant on outside means such as
pesticides, fertilizers, and irrigation to remain healthy. Set the mowing
height at the highest acceptable level and mow at times and intervals
designed to minimize stress on the turf. Generally mowing only 1/3 of
the grass blade height will prevent stressing the turf.

Irrigation:

The depth from which a plant normally extracts water depends on the
rooting depth of the plant. Appropriately irrigated lawn grasses
normally root in the top 6 to 12 inches of soil; lawns irrigated on a
daily basis often root only in the top 1 inch of soil. Improper irrigation
can encourage pest problems, leach nutrients, and make a lawn
completely dependent on artificial watering. The amount of water
applied depends on the normal rooting depth of the turfgrass species
used, the available water holding capacity of the soil, and the
efficiency of the irrigation system. Consult with the local water utility,
Conservation District, or Cooperative Extension office to help
determine optimum irrigation practices.

Fertilizer Management:

Turfgrass is most responsive to nitrogen fertilization, followed by
potassium and phosphorus. Fertilization needs vary by site depending
on plant, soil, and climatic conditions. Evaluation of soil nutrient
levels through regular testing ensures the best possible efficiency and
economy of fertilization. For details on soils testing, contact the local
Conservation District, a soils testing professional, or a Washington
State University Extension office.

Apply fertilizers in amounts appropriate for the target vegetation and
at the time of year that minimizes losses to surface and ground waters.
Do not fertilize when the soil is dry. Alternatively, do not apply
fertilizers within three days prior to predicted rainfall. The longer the
period between fertilizer application and either rainfall or irrigation,
the less fertilizer runoff occurs.

Use slow release fertilizers such as methylene urea, IDBU, or resin
coated fertilizers when appropriate, generally in the spring. Use of
slow release fertilizers is especially important in areas with sandy or
gravelly soils.

Time the fertilizer application to periods of maximum plant uptake.
Ecology generally recommends application in the fall and spring,
although Washington State University turf specialists recommend four
fertilizer applications per year.
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e Properly trained persons should apply all fertilizers. Apply no fertilizer
at commercial and industrial facilities, to grass swales, filter strips, or
buffer areas that drain to sensitive water bodies unless approved by the
local jurisdiction.

Integrated Pest Management

An IPM program might consist of the following steps:

Step 1: Correctly identify problem pests and understand their life cycle
Step 2: Establish tolerance thresholds for pests.

Step 3: Monitor to detect and prevent pest problems.

Step 4: Modify the maintenance program to promote healthy plants and
discourage pests.

Step 5: Use cultural, physical, mechanical or biological controls first if
pests exceed the tolerance thresholds.

Step 6: Evaluate and record the effectiveness of the control and modify
maintenance practices to support lawn or landscape recovery and prevent
recurrence.

For an elaboration of these steps, refer to Appendix IV-F.
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S414 BMPs for Maintenance and Repair of Vehicles and Equipment

Description of Pollutant Sources: Pollutant sources include parts/vehicle
cleaning, spills/leaks of fuel and other liquids, replacement of liquids,
outdoor storage of batteries/liquids/parts, and vehicle parking.

Pollutant Control Approach: Control of leaks and spills of fluids using
good housekeeping and cover and containment BMPs.

Applicable Operational BMPs:

Inspect all incoming vehicles, parts, and equipment stored temporarily
outside for leaks.

Use drip pans or containers under parts or vehicles that drip or that are
likely to drip liquids, such as during dismantling of liquid containing
parts or removal or transfer of liquids.

Remove batteries and liquids from vehicles and equipment in
designated areas designed to prevent stormwater contamination. Store
cracked batteries in a covered non-leaking secondary containment
system.

Remove liquids from vehicles retired for scrap.

Empty oil and fuel filters before disposal. Provide for proper disposal
of waste oil and fuel.

Do not pour/convey washwater, liquid waste, or other pollutants into
storm drains or to surface water. Check with the local sanitary sewer
authority for approval to convey water to a sanitary sewer.

Do not connect maintenance and repair shop floor drains to storm
drains or to surface water.

To allow for snowmelt during the winter, install a drainage trench with
a sump for particulate collection. Use the drainage trench for draining
the snowmelt only and not for discharging any vehicular or shop
pollutants.
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Applicable Structural Source Control BMPs:

e Conduct all maintenance and repair of vehicles and equipment in a
building, or other covered impervious containment area that is sloped
to prevent run-on of uncontaminated stormwater and runoft of
contaminated water.

e Operators may conduct maintenance of refrigeration engines in
refrigerated trailers in the parking area. Exercise due caution to avoid
the release of engine or refrigeration fluids to storm drains or surface
water.

o Park large mobile equipment, such as log stackers, in a designated
contained area.

Additional applicable BMPs:

e S409 BMPs for Fueling at Dedicated Stations
e S410 BMPs for Illicit Connections to Storm Drains

e S412 BMPs for Loading and Unloading Areas for Liquid or Solid
Material

o S426 BMPs for Spills of Oil and Hazardous Substances

e S427 BMPs Storage of Liquid, Food Waste, or Dangerous Waste
Containers

o S428 BMPs for Storage of Liquids in Permanent Aboveground Tanks

e S429 BMPs for Storage or Transfer (Outside) of Solid Raw Materials,
By-Products, or Finished Products

e S431 BMPs for Washing and Steam Cleaning
Vehicle/Equipment/Building Structures

Applicable Treatment BMPs: Convey contaminated stormwater runoff

Note this applicable g1, yehicle staging and maintenance areas to a sanitary sewer, if allowed
treatm en t BMP for by the local sewer authority, or to an API or CP oil and water separator
contaminated followed by a basic treatment BMP (See Volume V), applicable filter, or
stormwater.

other equivalent oil treatment system.
Recommended Additional Operational BMPs:

o Store damaged vehicles inside a building or other covered
containment, until successfully removing all liquids.

e Clean parts with aqueous detergent based solutions or non-chlorinated
solvents such as kerosene or high flash mineral spirits, and/or use wire
brushing or sand blasting whenever practicable. Avoid using toxic
liquid cleaners such as methylene chloride, 1,1,1-trichloroethane,
trichloroethylene or similar chlorinated solvents. Choose cleaning
agents that can be recycled.

o Inspect all BMPs regularly, particularly after a significant storm.
Identify and correct deficiencies to ensure that the BMPs are
functioning as intended.
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e Avoid hosing down work areas. Use dry methods for cleaning leaked
fluids.

e Recycle greases, used oil, oil filters, antifreeze, cleaning solutions,
automotive batteries, hydraulic fluids, transmission fluids, and engine
oils (see Appendix IV-C).

e Do not mix dissimilar or incompatible waste liquids stored for
recycling.
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S417 BMPs for Maintenance of Stormwater Drainage and Treatment Systems

Description of Pollutant Sources: Facilities include roadside catch basins
on arterials and within residential areas, conveyance systems, detention
facilities such as ponds and vaults, oil/water separators, biofilters, settling
basins, infiltration systems, and all other types of stormwater treatment
systems presented in Volume V. Oil and grease, hydrocarbons, debris,
heavy metals, sediments and contaminated water are found in catch basins,
oil and water separators, settling basins, etc.

Pollutant Control Approach: Provide maintenance and cleaning of
debris, sediments, and oil from stormwater collection, conveyance, and
treatment systems to obtain proper operation.

Applicable Operational BMPs:

Maintain stormwater treatment facilities per the operations and
maintenance (O&M) procedures presented in Section 4.6 of Volume V in
addition to the following BMPs:

o Inspect and clean treatment BMPs, conveyance systems, and catch
basins as needed, and determine necessary O&M improvements.

o Promptly repair any deterioration threatening the structural integrity of
stormwater facilities. These include replacement of clean-out gates,
catch basin lids, and rock in emergency spillways.

o Ensure adequacy of storm sewer capacities and prevent heavy
sediment discharges to the sewer system.

e Regularly remove debris and sludge from BMPs used for peak-rate
control, treatment, etc. and discharge to a sanitary sewer if approved
by the sewer authority, or truck to an appropriate local or state
government approved disposal site.

e Clean catch basins when the depth of deposits reaches 60 percent of
the sump depth as measured from the bottom of basin to the invert of
the lowest pipe into or out of the basin. However, in no case should
there be less than six inches clearance from the debris surface to the
invert of the lowest pipe. Some catch basins (for example, WSDOT
Type 1L basins) may have as little as 12 inches sediment storage
below the invert. These catch basins need frequent inspection and
cleaning to prevent scouring. Where these catch basins are part of a
stormwater collection and treatment system, the system
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owner/operator may choose to concentrate maintenance efforts on
downstream control devices as part of a systems approach.

Clean woody debris in a catch basin as frequently as needed to ensure
proper operation of the catchbasin.

Post warning signs; “Dump No Waste - Drains to Ground Water,”
“Streams,” “Lakes,” or emboss on or adjacent to all storm drain inlets
where possible.

Disposal of sediments and liquids from the catch basins must comply
with “Recommendations for Management of Street Wastes” described
in Appendix V-G of this volume.

Additional Applicable BMPs: Select additional applicable BMPs from
this chapter depending on the pollutant sources and activities conducted at
the facility. Those BMPs include:

S425 BMPs for Soil Erosion and Sediment Control at Industrial Sites

S427 BMPs for Storage of Liquid, Food Waste, or Dangerous Waste
Containers

S406 BMPs for Spills of Oil and Hazardous Substances
S410 BMPs for Illicit Connections to Storm Drains
S430 BMPs for Urban Streets
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S421 BMPs for Parking and Storage of Vehicles and Equipment

Description of Pollutant Sources: Public and commercial parking lots
such as retail store, fleet vehicle (including rent-a-car lots and car
dealerships), equipment sale and rental parking lots, and parking lot
driveways, can be sources of toxic hydrocarbons and other organic
compounds, including oils and greases, metals, and suspended solids.

Pollutant Control Approach: If the parking lot is a high-use site as
defined below, provide appropriate oil removal equipment for the
contaminated stormwater runoff.

Applicable Operational BMPs:

o Ifwashing a parking lot, discharge the washwater to a sanitary sewer,
if allowed by the local sewer authority, or other approved wastewater
treatment system, or collect washwater for off-site disposal.
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e Do not hose down the area to a storm sewer or receiving water.
Vacuum sweep parking lots, storage areas, and driveways regularly to
collect dirt, waste, and debris.

Applicable Treatment BMPs: An oil removal system such as an API or
CP oil and water separator, catch basin filter, or equivalent BMP,
approved by the local jurisdiction, is necessary for parking lots meeting
the threshold vehicle traffic intensity level of a high-use site.

Vehicle High-Use Sites

Establishments subject to vehicle high-use intensity are significant sources
of oil contamination of stormwater. Examples of potential high use areas
include customer parking lots at fast food stores, grocery stores, taverns,
restaurants, large shopping malls, discount warehouse stores, quick-lube
shops, and banks. If the PGIS for a high-use site exceeds 5,000 square feet
in a threshold discharge area, an oil control BMP from the Oil Control
Menu (in Volume V) is necessary. A high-use site at a commercial or
industrial establishment has one of the following characteristics:
(Gaus/King County, 1994)

o Is subject to an expected average daily vehicle traffic (ADT) count
equal to or greater than 100 vehicles per 1,000 square feet of gross
building area: or

o Is subject to storage of a fleet of 25 or more diesel vehicles that are
over 10 tons gross weight (trucks, buses, trains, heavy equipment,
etc.).
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Preface

Soil surveys contain information that affects land use planning in survey areas.
They highlight soil limitations that affect various land uses and provide information
about the properties of the soils in the survey areas. Soil surveys are designed for
many different users, including farmers, ranchers, foresters, agronomists, urban
planners, community officials, engineers, developers, builders, and home buyers.
Also, conservationists, teachers, students, and specialists in recreation, waste
disposal, and pollution control can use the surveys to help them understand,
protect, or enhance the environment.

Various land use regulations of Federal, State, and local governments may impose
special restrictions on land use or land treatment. Soil surveys identify soil
properties that are used in making various land use or land treatment decisions.
The information is intended to help the land users identify and reduce the effects of
soil limitations on various land uses. The landowner or user is responsible for
identifying and complying with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area
planning, onsite investigation is needed to supplement this information in some
cases. Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/
portal/nrcs/main/soils/health/) and certain conservation and engineering
applications. For more detailed information, contact your local USDA Service Center
(https://offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are
seasonally wet or subject to flooding. Some are too unstable to be used as a
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as
septic tank absorption fields. A high water table makes a soil poorly suited to
basements or underground installations.

The National Cooperative Soil Survey is a joint effort of the United States
Department of Agriculture and other Federal agencies, State agencies including the
Agricultural Experiment Stations, and local agencies. The Natural Resources
Conservation Service (NRCS) has leadership for the Federal part of the National
Cooperative Soil Survey.

Information about soils is updated periodically. Updated information is available
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its
programs and activities on the basis of race, color, national origin, age, disability,
and where applicable, sex, marital status, familial status, parental status, religion,
sexual orientation, genetic information, political beliefs, reprisal, or because all or a
part of an individual's income is derived from any public assistance program. (Not
all prohibited bases apply to all programs.) Persons with disabilities who require


http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
http://www.nrcs.usda.gov/wps/portal/nrcs/main/soils/health/
https://offices.sc.egov.usda.gov/locator/app?agency=nrcs
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951
http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?cid=nrcs142p2_053951

alternative means for communication of program information (Braille, large print,
audiotape, etc.) should contact USDA's TARGET Center at (202) 720-2600 (voice
and TDD). To file a complaint of discrimination, write to USDA, Director, Office of
Civil Rights, 1400 Independence Avenue, S.W., Washington, D.C. 20250-9410 or
call (800) 795-3272 (voice) or (202) 720-6382 (TDD). USDA is an equal opportunity
provider and employer.
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Soil Map

The soil map section includes the soil map for the defined area of interest, a list of
soil map units on the map and extent of each map unit, and cartographic symbols
displayed on the map. Also presented are various metadata about data used to
produce the map, and a description of each soil map unit.
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MAP INFORMATION

The soil surveys that comprise your AOI were mapped at
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil
line placement. The maps do not show the small areas of
contrasting soils that could have been shown at a more detailed
scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL:
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as
of the version date(s) listed below.

Soil Survey Area: Clallam County Area, Washington
Survey Area Data: Version 16, Sep 10, 2018

Soil map units are labeled (as space allows) for map scales
1:50,000 or larger.

Date(s) aerial images were photographed: Jul 9, 2010—Sep 3,
2011

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor
shifting of map unit boundaries may be evident.
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI
3 Beaches 2.7 21%
75 Yeary gravelly loam, 0 to 15 124.6 94.7%
percent slopes
Totals for Area of Interest 131.6 100.0%

Map Unit Descriptions

The map units delineated on the detailed soil maps in a soil survey represent the
soils or miscellaneous areas in the survey area. The map unit descriptions, along
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more
maijor kinds of soil or miscellaneous areas. A map unit is identified and named
according to the taxonomic classification of the dominant soils. Within a taxonomic

class there are precisely defined limits for the properties of the soils. On the
landscape, however, the soils are natural phenomena, and they have the
characteristic variability of all natural phenomena. Thus, the range of some

observed properties may extend beyond the limits defined for a taxonomic class.
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without
including areas of other taxonomic classes. Consequently, every map unit is made

up of the soils or miscellaneous areas for which it is named and some minor

components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the
map unit, and thus they do not affect use and management. These are called
noncontrasting, or similar, components. They may or may not be mentioned in a
particular map unit description. Other minor components, however, have properties
and behavioral characteristics divergent enough to affect use or to require different

management. These are called contrasting, or dissimilar, components. They

generally are in small areas and could not be mapped separately because of the
scale used. Some small areas of strongly contrasting soils or miscellaneous areas
are identified by a special symbol on the maps. If included in the database for a

given area, the contrasting minor components are identified in the map unit
descriptions along with some characteristics of each. A few areas of minor
components may not have been observed, and consequently they are not

mentioned in the descriptions, especially where the pattern was so complex that it

was impractical to make enough observations to identify all the soils and
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the

usefulness or accuracy of the data. The objective of mapping is not to delineate
pure taxonomic classes but rather to separate the landscape into landforms or
landform segments that have similar use and management requirements. The
delineation of such segments on the map provides sufficient information for the
development of resource plans. If intensive use of small areas is planned, however,
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onsite investigation is needed to define and locate the soils and miscellaneous
areas.

An identifying symbol precedes the map unit name in the map unit descriptions.
Each description includes general facts about the unit and gives important soil
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for
differences in texture of the surface layer, all the soils of a series have major
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness,
salinity, degree of erosion, and other characteristics that affect their use. On the
basis of such differences, a soil series is divided into soil phases. Most of the areas
shown on the detailed soil maps are phases of soil series. The name of a soil phase
commonly indicates a feature that affects use or management. For example, Alpha
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas.
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate
pattern or in such small areas that they cannot be shown separately on the maps.
The pattern and proportion of the soils or miscellaneous areas are somewhat similar
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or
miscellaneous areas that are shown as one unit on the maps. Because of present
or anticipated uses of the map units in the survey area, it was not considered
practical or necessary to map the soils or miscellaneous areas separately. The
pattern and relative proportion of the soils or miscellaneous areas are somewhat
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas
that could be mapped individually but are mapped as one unit because similar
interpretations can be made for use and management. The pattern and proportion
of the soils or miscellaneous areas in a mapped area are not uniform. An area can
be made up of only one of the major soils or miscellaneous areas, or it can be made
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil
material and support little or no vegetation. Rock outcrop is an example.
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Clallam County Area, Washington

3—Beaches

Map Unit Composition
Beaches: 100 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Beaches

Setting
Landform: Beaches

Typical profile
H1 -0 to 60 inches: Error

Properties and qualities
Slope: 1 to 5 percent
Depth to water table: About O to 11 inches

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 8
Hydric soil rating: Yes

75—Yeary gravelly loam, 0 to 15 percent slopes

Map Unit Setting
National map unit symbol: 2ghs
Elevation: 200 to 1,500 feet
Mean annual precipitation: 28 inches
Mean annual air temperature: 48 degrees F
Frost-free period: 160 to 200 days
Farmland classification: All areas are prime farmland

Map Unit Composition
Yeary and similar soils: 85 percent
Minor components: 4 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Yeary

Setting
Landform: Hillslopes
Parent material: Glaciomarine or glaciolacustrine deposits over till

Typical profile
H1 - 0 to 7 inches: medial loam
H2 - 7 to 38 inches: gravelly clay loam
H3 - 38 to 60 inches: loam

Properties and qualities
Slope: 0 to 15 percent
Depth to restrictive feature: 20 to 40 inches to densic material

10
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Natural drainage class: Moderately well drained

Capacity of the most limiting layer to transmit water (Ksat): Moderately low to
moderately high (0.06 to 0.20 in/hr)

Depth to water table: About 18 to 36 inches

Frequency of flooding: None

Frequency of ponding: None

Available water storage in profile: Low (about 4.5 inches)

Interpretive groups
Land capability classification (irrigated): 3e
Land capability classification (nonirrigated): 3e
Hydrologic Soil Group: C
Forage suitability group: Droughty Soils (GO02XN402WA)
Hydric soil rating: No

Minor Components

Mckenna
Percent of map unit: 4 percent
Landform: Depressions
Hydric soil rating: Yes
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